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SCALE:  1/8" = 1'-0"A3.04
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SCALE:  1/8" = 1'-0"A3.04

02 NORTH WEST ELEVATION



FIRST FLOOR
100' - 0"

SECOND FLOOR
115' - 0"

THIRD FLOOR
130' - 0"

ROOF
145' - 0"

T.O.PARAPET
149' - 6" PRE-FINISHED METAL COPING

EIFS EXTERIOR FINISH SYSTEM

ALUMINUM STOREFRONT
SYSTEM

FIRST FLOOR
100' - 0"

SECOND FLOOR
115' - 0"

THIRD FLOOR
130' - 0"

ROOF
145' - 0"

T.O.PARAPET
149' - 6"

T.O.SCREENWALL
157' - 0"

PRE-FINISHED METAL COPING

ALUMINUM SUN SHADE

ALUMINUM STOREFRONT SYTEM

8'-0" BOARD ON BOARD CENDER FENCE

EXTERIOR MATERIAL COLOR LEGEND

EIFS COLOR #1 - KING AURTHUR'S COURT

EIFS COLOR #2 - FIREWEED

EIFS COLOR #3 - VIRTUAL TAUPE

EIFS COLOR #4 - GARRET GRAY

STONE VENEER - ALASKAN SUNSET

1" INSULATED SPANDREL GLASS PANEL

Revisions:

Issue Date:

Sheet No:

Project No:

Drawn By:

Checked By:

KI
ND

RE
D 

RE
HA

BI
LI

TA
TI

ON
 H

OS
PI

TA
L

M
ES

A,
 A

RI
ZO

NA

tel
fax

Architecture
Planning

Interior Design

1250 E. Copeland Rd. Suite 500
Arlington, Texas 76011

www.ascensiongroup.biz

  817.226.1917
  817.226.1919

Ascension
Group

Architects LLP

10-03-14

A3.05
EXTERIOR ELEVATIONS

Checker

Author

OCTOBER 06, 2014

2014-130

ISSUED FOR
CITY DESIGN
APPROVAL -

NOT FOR
CONSTRUCTION

10
30

9 
E.

 H
AM

PT
ON

 A
VE

.  
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
 M

ES
A,

 A
Z 

85
20

9SCALE:  1/8" = 1'-0"A3.05

02 WEST ELEVATION

SCALE:  1/8" = 1'-0"A3.05

01 SOUTH ELEVATION



FIRST FLOOR
100' - 0"

SECOND FLOOR
115' - 0"

THIRD FLOOR
130' - 0"

ROOF
145' - 0"

T.O.PARAPET
149' - 6"

T.O.SCREENWALL
157' - 0"

11
' -

 0
"

16
' -

 0
"

15
' -

 0
"

15
' -

 0
"

ROOFTOP MECHANICAL EQUIPMENT

EIFS MECHANICAL SCREEN WALL

PRE-FINISHED METAL COPING

ALUMINUM STOREFRONT
SYSTEM

ENTRY CANOPY

Revisions:

Issue Date:

Sheet No:

Project No:

Drawn By:

Checked By:

KI
ND

RE
D 

RE
HA

BI
LI

TA
TI

ON
 H

OS
PI

TA
L

M
ES

A,
 A

RI
ZO

NA

tel
fax

Architecture
Planning

Interior Design

1250 E. Copeland Rd. Suite 500
Arlington, Texas 76011

www.ascensiongroup.biz

  817.226.1917
  817.226.1919

Ascension
Group

Architects LLP

10-03-14

A4.00
BUILDING SECTION

Checker

Author

OCTOBER 06, 2014

2014-130

ISSUED FOR
CITY DESIGN
APPROVAL -

NOT FOR
CONSTRUCTION

10
30

9 
E.

 H
AM

PT
ON

 A
VE

.  
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
 M

ES
A,

 A
Z 

85
20

9

SCALE:  1/8" = 1'-0"A4.00

01 BUILDING SECTION
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1. LANDSCAPE CONTRACTOR SHALL CONFIRM LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO ANY EXCAVATION AND
SHALL BE RESPONSIBLE FOR THE FOLLOWING:

A. DAMAGES TO SUCH UTILITIES CAUSED AS A RESULT OF THE CONTRACTOR'S ACTIVITIES.

B. DAMAGES TO EXISTING WALKS, WALLS, DRIVES, CURBS, ETC.

C. INSPECTING THE SITE IN ORDER TO BE FULLY AWARE OF EXISTING CONDITIONS PRIOR TO SUBMITTING A BID.

2. INSTALLATION OF ALL LANDSCAPE AND IRRIGATION MATERIALS SHALL COMPLY WITH SECTIONS 424, 425, 757, AND 795 OF THE
MAG STANDARD SPECIFICATIONS AS AMENDED BY THE CITY OF MESA IN THE CURRENT EDITION OF THE MESA ENGINEERING
PROCEDURES MANUAL, LANDSCAPE & IRRIGATION STANDARDS .

3. CONTRACTOR SHALL REPAIR ANY DAMAGE MADE TO THE EXISTING SPRINKLER SYSTEM TO THE SATISFACTION OF THE CITY
AT NO ADDITIONAL COST TO THE CITY.

4. LANDSCAPE REMOVAL IS A NON-PAY ITEM UNLESS OTHERWISE NOTED.

5. ALL EXISTING VEGETATION, WEEDS, DEBRIS, ETC. SHALL BE REMOVED FROM PROJECT AREA AND DISPOSED OF PROPERLY
OFF THE SITE AT THE CONTRACTOR'S EXPENSE (SCARIFY EXISTING SUBGRADE, MINIMUM SIX (6) INCHES DEPTH).

6. DAMAGE TO TURF SHALL BE REPAIRED BY CONTRACTOR, I.E., RUTS FILLED WITH CLEAN SOIL, COMPACTED TO MATCH
SURROUNDING GRADES, EXCESS SOIL, ROCK, ETC. SHALL  BE REMOVED TO LEAVE THE SITE CLEAN.

7. ALL PLANT MATERIAL, OTHER THAN TREES, SHALL CONFORM TO GRADING, TYPE, ETC. AS SET FORTH IN THE AMERICAN
STANDARD FOR NURSERY STOCK BY THE AMERICAN ASSOCIATION OF NURSERYMEN.  ALL TREES SHALL CONFORM TO THE
CURRENT ARIZONA NURSERY ASSOCIATION TREE SPECIFICATIONS AND MAG SPEC 795.7. SHOULD ANY CONFLICTS IN THE
SPECIFICATIONS OCCUR, THE ARIZONA NURSERY ASSOCIATION'S SPECIFICATIONS SHALL PREVAIL.

8. CITY RESERVES THE RIGHT TO INSPECT SHRUBS AND CONTAINERED TREES FOR CONDITION OF ROOT BALLS.  FOR ANY SUCH
INSPECTIONS WHICH MAY DESTROY ROOTBALL, CONTRACTOR SHALL SUPPLY ADDITIONAL PLANT AT NO COST TO CITY.

9. PLANT PITS SHALL BE INSPECTED BY CITY PRIOR TO PLANTING BY THE CONTRACTOR BY REQUESTING AN INSPECTION 48
HOURS IN ADVANCE.

10. ROUGH AND FINE GRADING TO ESTABLISH UNIFORM SMOOTH GRADE IS INCLUDED IN THIS PROJECT.

11. SOIL TEST FOR FERTILITY AND ADDITIVE RECOMMENDATIONS (FOR TURF AND ORNAMENTALS) SHALL BE COMPLETED BY
CONTRACTOR TO DETERMINE IF ADDITIVES ARE REQUIRED.  CONTRACTOR SHALL PROVIDE COPY OF SOIL TEST RESULTS
FOR REVIEW AND APPROVAL TO ENGINEERING INSPECTOR AT LEAST SEVEN DAYS PRIOR TO ANTICIPATED PLANTING.  AFTER
APPROVAL BY THE CITY, THE CONTRACTOR SHALL PROVIDE AND INCORPORATE ANY ADDITIVES REQUIRED PRIOR TO OR AT
TIME OF PLANTING.

12. PLANT PIT SOIL MIXTURE SHALL CONSIST OF FOUR AND ONE HALF PARTS NATURAL FERTILE, FRIABLE SOIL AND ONE PART
HUMUS BY VOLUME, THOROUGHLY MIXED PRIOR TO BACKFILLING IN PITS.  BACKFILLING SHALL BE IN 6" LIFTS WITH EACH LIFT
WATER SETTLED WITHOUT PUDDLING.

13. CONTRACTOR SHALL STAKE TREE AND SHRUB LOCATIONS FOR 5-GALLON PLANTS AND LARGER.  STAKES SHALL BE MARKED
WITH PLANT NAME OR PLANT LEGEND ITEM NUMBER FROM PLANS.

14. ALL EXISTING (GAS, ELECTRIC, WATER, ETC.) COVERS AND BOXES SHALL REMAIN UNCOVERED. CONTRACTOR TO ADJUST TO
FINAL GRADE AS NECESSARY.  NPI UNLESS OTHERWISE NOTED.

15. THE CONTRACTOR SHALL INSTALL WATER METER PROVIDED BY THE CITY OF MESA. THE CONTRACTOR SHALL PROVIDE ALL
MATERIALS INCLUDING ALL APPURTENANCES AND LABOR NECESSARY TO INSTALL THE COMPLETE AUTOMATIC SPRINKLER
SYSTEM FROM THE METER (WATER USAGE CHARGES SHALL BE PAID BY CONTRACTOR UNTIL PROJECT FINAL ACCEPTANCE
BY CITY OF MESA).  CONTRACTOR SHALL ORDER METER FROM DEVELOPMENT SERVICES.

16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING THE UNDERGROUND SPRINKLER SYSTEMS IN ADVANCE OF
CONSTRUCTION.  THE SPRINKLER SYSTEM LOCATIONS NOTED ON PLANS ARE FOR REFERENCE ONLY.

17. CONTRACTOR TO VERIFY DEPTH OF ALL INLET STRUCTURES AND SPRINKLER SYSTEMS PRIOR TO TRENCHING FOR
LOW-FLOW CHANNEL.

18. CONTRACTOR TO PROVIDE PUMPING WITHIN FIVE (5) DAYS AFTER THE NOTICE TO PROCEED IS GIVEN AS REQUIRED TO DRY
THE AREA SUFFICIENTLY TO BEGIN CONSTRUCTION.

19. CONTRACTOR SHALL ARRANGE FOR SPRINKLER SYSTEM SHUTDOWN DURING CONSTRUCTION BY CONTACTING THE
ENGINEERING INSPECTOR.

20. NO ROCKS LARGER THAN 1" IN DIAMETER SHALL BE ALLOWED IN THE TOP SIX (6) INCHES OF TOPSOIL WHERE TURF
ESTABLISHMENT IS SPECIFIED.  ROCK REMOVAL AS NECESSARY IS INCLUDED IN THIS PROJECT (NPI).

21. WHERE CALICHE IS ENCOUNTERED IN PLANT PITS, DEPTH AND WIDTH OF PIT SHALL BE INCREASED BY ONE-THIRD (1/3) OVER
SPECIFICATION, AND A LIQUID PENETRATOR, "AL-KALICHE" OR EQUAL, SHALL BE INCORPORATED FOR EACH PIT PER
MANUFACTURER'S RECOMMENDATIONS.

22. PROJECT RECORD DRAWINGS FOR IRRIGATION SYSTEM:

A. MAINTAIN ON SITE AND SEPARATE FROM DOCUMENTS USED FOR CONSTRUCTION, ONE COMPLETE SET OF CONTRACT
DOCUMENTS AS PROJECT RECORD DOCUMENTS. KEEP DOCUMENTS CURRENT.  DO NOT PERMANENTLY COVER WORK
UNTIL AS-BUILT INFORMATION IS RECORDED.

B. RECORD PIPE AND WIRING NETWORK ALTERATIONS.  RECORD WORK WHICH IS INSTALLED DIFFERENTLY THAN SHOWN
ON THE CONSTRUCTION DRAWINGS. RECORD ACCURATE REFERENCE DIMENSIONS, MEASURED FROM AT LEAST TWO
PERMANENT REFERENCE POINTS, OF EACH IRRIGATION SYSTEM VALVE, EACH BACKFLOW PREVENTION DEVICE, EACH
CONTROLLER OR CONTROLLER UNIT, EACH SLEEVE END, EACH STUB-OUT FOR FUTURE PIPE OR WIRING CONNECTIONS,
AND OTHER IRRIGATION COMPONENTS ENCLOSED WITHIN A VALVE BOX.

23. FOR PARKS AND RETENTION BASINS: CONTRACTOR SHALL INSTALL DECOMPOSED GRANITE TO A ROLLED DEPTH OF TWO (2)
INCHES.  DECOMPOSED GRANITE SHALL BE 1/2" MINUS WITH THE COLOR AS SPECIFIED ON THE PLANS.  PRE-EMERGENT
HERBICIDE SHALL BE APPLIED BEFORE AND AFTER PLACEMENT OF DECOMPOSED GRANITE PER THE MANUFACTURER'S
RECOMMENDATIONS.  PRE-EMERGENT HERBICIDE SHALL BE SURFLAN, DACTHAL, OR APPROVED EQUAL.  NOT MORE THAN 8%
OF DECOMPOSED GRANITE SHALL PASS THROUGH A #200 MESH SCREEN, 15% THROUGH A #40 MESH SCREEN, 98% THROUGH
A #4 MESH SCREEN, AND 100% SHALL PASS THROUGH A 1/2" MESH SCREEN. SAMPLE TO BE PROVIDED FOR CITY REVIEW AND
APPROVAL.

24. FOR STREET LANDSCAPE PROJECTS: CONTRACTOR SHALL INSTALL DECOMPOSED GRANITE AS FOLLOWS:

A. DECOMPOSED GRANITE GROUND COVER SHALL BE 1/2" SIZE SCREENED AND WASHED.

B. PLACE AND ROLL TO TWO (2) INCH TOTAL DEPTH OVER 85% COMPACTED SUBGRADE.

25. PRE-EMERGENT HERBICIDE SURFLAN, DACTHAL, OR APPROVED EQUAL SHALL BE APPLIED BEFORE AND AFTER GRANITE
PLACEMENT.

LANDSCAPE PLAN NOTES

1. CONTRACTOR IS TO REVIEW PLANS, VERIFY SITE CONDITIONS AND PLANT
QUANTITIES PRIOR TO INSTALLATION. CONFLICTS BETWEEN THE SITE AND
THESE PLANS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNERS
AUTHORIZED REPRESENTATIVE PRIOR TO THE LANDSCAPE INSTALLATION.
ANY DEVIATION FROM THE PLANS OR SPECIFICATIONS IS TO HAVE WRITTEN
APPROVAL.

2. RIVER ROCK MULCH SHALL BE USED WITHIN THE BUILDING PAD LANDSCAPE
AREAS. SEE PLANT SCHEDULE FOR ROCK MULCH SPECIFICATIONS. ROCK
MULCH TO BE PLACED AT 3" DEPTH MIN. FINAL COLOR TO BE SELECTED BY
OWNER. PROVIDE PERVIOUS WEED FILTER FABRIC BELOW.

3. PERIPHERAL PLANTER AREAS AND END PARKING ISLANDS SHALL BE 2" LAYER
OF DECOMPOSED GRANITE.

4. LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR AND SHALL MAINTAIN THE
LANDSCAPE 90 DAYS PAST FINAL INSPECTION.

5. TERMINAL/PARKING ISLAND LANDSCAPING SHALL START 30' IN FROM BACK OF
CURB TO CENTER OF PLANTS.

6. ALL PLANTS SHALL CONFORM TO THE STANDARDS SET FORTH IN THE
AMERICAN STANDARDS OF NURSERY STOCK BY THE AMERICAN ASSOCIATION
OF NURSERYMEN.

7. INSTALL ALL CANOPY TREES WITH A MINIMUM OF 5 FT. SEPARATION FROM
ALL UTILITIES, UNLESS A ROOT BARRIER IS UTILIZED.

8. LANDSCAPE ARCHITECT OR OWNERS REPRESENTATIVE SHALL APPROVE
PLANT MATERIAL PLACEMENT PRIOR TO INSTALLATION.

9. FERTILIZER FOR ALL GROUND COVER AREAS SHALL BE AS SPECIFIED WITHIN
THE SPECIFICATIONS ON SHEET LS1.

10. THE LANDSCAPE CONTRACTOR SHALL MAINTAIN PLANTED AREAS BY MEANS
OF CONTINUOUS WATERING, PRUNING, RAISING TREE ROOT BALLS WHICH
SETTLE BELOW GRADE, APPLICATION OF SPRAYS WHICH ARE NECESSARY TO
KEEP THE PLANTING FREE OF INSECTS AND DISEASES, FERTILIZING,
WEEDING, MOVING, EDGING AND/OR OTHER OPERATIONS NECESSARY FOR
PROPER CARE AND UPKEEP.

11. LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO EXISTING
UTILITIES AS A RESULT OF THEIR WORKMANSHIP. ALL REPAIRS WILL BE
PERFORMED IMMEDIATELY.

12. EXISTING LANDSCAPE THAT IS DAMAGED, NOT SCHEDULED FOR REMOVAL,
SHALL BE REPLACED TO EXISTING CONDITION.

13. LANDSCAPE CONTRACTOR TO TAG AND HOLD ALL PLANT MATERIAL A
MINIMUM OF 30 DAYS PRIOR TO DATE OF INSTALLATION. ALL PLANT MATERIAL
SUBSTITUTIONS MADE WITHIN THE 30 DAYS PRIOR TO INSTALLATION TO BE
THE NEXT SIZE LARGER AT NO ADDITIONAL COST TO THE CLIENT.

14. AS-BUILT LANDSCAPE PLANS ARE REQUIRED PRIOR TO C/O.

15. HEAVY DUTY METAL EDGING SHALL BE USED TO SEPARATE ALL MULCHED
AREAS FROM GRASS AREAS.

16. WHERE ROCK MULCH IS ADJACENT TO SIDEWALKS, METAL EDGING SHALL BE
USED AS  A BUFFER.

17. LANDSCAPE ARCHITECT IS TO HAVE LOCAL REPRESENTATIVES VISIT AT TWO
TIMES, ONE FOR INSPECTION PRIOR TO PLANTING WHILE STOCK IS ON SITE
AND ONE FOR INSPECTIONS AFTER STOCK HAS BEEN INSTALLED G.C. TO
COORDINATE WITH THIS INDIVIDUAL AS TO TIMING.

CITY OF MESA LANDSCAPE REQUIREMENTS
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CITY OF MESA GENERAL LANDSCAPE NOTES

LANDSCAPE MAINTENANCE NOTE
1. ALL PLANT MATERIALS  SHALL BE KEPT IN A NATURAL STATE (MINIMAL

PRUNING). FORMAL PRUNING OR 'BALLING' OF SHRUBS AND GROUNDCOVER
IS NOT ACCEPTABLE.

LANDSCAPE ARCHITECT
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