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R R A R L R A A A A N A L R R S S S S E LA ..\ P/L LANDSCAPING LANDSCAPING R/W R/W | LANDSCAPING R/W APN 138—05—0688B
= - SETBACK SETBACK SETBACK GILBERT RD
G 45'544 - @ @@ L G=46.18 g emu |15 - 8 CMU ’_ 9 8 |3 M| e e o e OWNER
~— —1 WALL . | ' |t | CITY OF MESA
MAHONEY AVENUE | | | i | | VAN ST [ s || BENCH 2t WALL " 41 MAX | 55 N CENTER STREET
T\ _ _ _ - % _ 46.26 MAX | 5’ 4—{ 4’ | — : (TYP): S/W 49 55 48.45 : (TYP) 49.29 : S/W MESA’ AZ 85201
| (VP > == w797 | \ / APPLICANT
8 S———— 5 ' 2L R <11:c:$ VALLEY METRO RAIL
1N > TION CTIC ' ' e
| {
. l II | SECT|ON A SECT|ON B SECT|ON D MAIN PH’: 602—-271-9324
! ! PROJECT MANAGER:
PATRICK FULLER
DRAINAGE STATEMENT LEGEND PH: 6023274487
/Gl ttworingdmys Y\ THE EXISTING SITE IS ESSENTIALLY FLAT, GENERALLY SLOPING TOWARDS o NEW STORM MANHOLE NEW STORM DRAIN PIPE FAX: 602-252-7453
before you begin excavation. MAIN STREET AND GILBERT ROAD. THERE ARE NO EXISTING DRYWELLS OR ENGINEER
anﬂan“ RETENTION FACILITIES PRESENT WITHIN THE SITE. m NEW CATCH BASIN —— PROPOSED PAVEMENT RIDGE SREMIER. ENGINEERING CORP
Arizona Blue Stake, Inc. \" ’ PRELH\/HNARY NEW UNDERGROUND = oo PROPOSED PAVEMENT SWALE 2|O1O 0 20 40 8|O 64357/ W CHANDLER BLVD, STE 1
T —— NOTE: ALL ELEVATIONS ARE BASED AT 1200 FEET. NOT FOR STORAGE . CHAMBER e —— CHANDLER, AZ 85226
Dial 8-1-1 or 1-800-STAKE-IT (782-5348) \ HORIZ SCALE IN FEET PHONE: (480) 829-6000
\_" aricopa County: (602)2631100 _J NOTE: THIS PROJECT SHALL CONFORM TO FTA’S BUY AMERICA REQUIREMENTS.  cONSTRUCTION - DIRECTION OF STORMWATER RUNOFF FAX: (480) 829-6016
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CITY OF MESA LANDSCAPE DATA

Q @ —

PLANT SIZE NOTES:

SCALE IN FEET

( Call at least two full working days
before you begin excavation.

ﬂRIZﬂNﬂBﬂ

Arizona Blue Stake, Inc.

D|aI 8-1-1 or 1-800-STAKE-IT (782 5348)
\ in Maricopa County: (602) 263-1100 )

DESCRIPTION

ARTERIAL ROAD FRONTAGE (1033 LF)
1 TREE & 6 SHURBS PER 25 LF
TREES
SHRUBS

RESIDENTIAL ROAD FRONTAGE (295 LF)
1 TREE & 4 SHRUBS PER 25 LF
TREES
SHRUBS

REQ'D

42
252

12

48

RESIDENTIAL USE LANDSCAPE BUFFER (792 LF)

4 TREES & 20 SHRUBS PER 100 LF
TREES
SHRUBS

32
158

1. 25% OF THE TREES REQUIRED ALONG THE STREET FRONTAGE

GENERAL NOTES:

1. ALL LANDSCAPE AREAS TO RECEIVE AN

PLANT LEGEND

SYM.: | SPECIES:

TREES: SIZE AS NOTED

— EXISTING BUS SHELTER

% ACACIA ANEURA: 24" BOX

MULGA

DALBERGIA SISSOO: 24" BOX
SISSOO TREE

DALBERGIA SISSOO: 36" BOX
SISSOO TREE

CHILOPSIS LINEARIS 'BUBBA’:24” BX.
'BUBBA’ DESERT WILLOW

@ EUCALYPTUS PAPUANA: 36" BOX

GHOST GUM

PISTACIA LENTISCUS: 24" BOX

MASTIC
PISTACIA CHINENSIS 'RP’: 24" BOX,
RED PUSH CHINESE PISTACHE

PISTACIA CHINENSIS 'RP’: 48" BOX,
RED PUSH CHINESE PISTACHE

ULMUS PARVIFOLIA 'ALLEE’: 24" BOX
ALLEE CHINESE ELM

ULMUS PARVIFOLIA ‘ALLEE’: 36" BOX
ALLEE CHINESE ELM

SHRUBS: 5 GALLON

CAESALPINIA PULCHERRIMA
RED BIRD OF PARADISE

CALLIANDRA HYBRID 'SIERRA STARR’
SIERRA STAR FAIRY DUSTER

EREMOPHILA GLABRA ’WINTER BLAZE’
WINTER BLAZE

RUELLIA PENINSULARIS
BAJA RUELLIA

SIMMONDISA CHINENSIS 'VISTA’
COMPACT JOJOBA

Holele o)

TECOMA STANS ’SIERRA APRICOT'
SIERRA APRICOT TECOMA

GROUNDCOVERS: 1 GALLON

ASPARAGUS DENSIFLORUS 'MYERS’
FOXTAIL FERN

CALLIANDRA HYBRID ’SARITA™*
TRAILING FAIRY DUSTER

CALLISTEMON VIMINALIS 'LITTLE JOHN’
LITTLE JOHN BOTTLEBRUSH

EUPHORBIA RIGIDA
GOPHER PLANT

LANTANA X. 'DALLAS RED’*
DALLAS RED LANTANA

LANTANA X. 'NEW GOLD'*
NEW GOLD LANTANA

S| oo|elol® e

ROSMARINUS OFFICINALIS "HUNTINGTON
CARPET’;  TRAILING ROSEMARY

ACCENTS:

S5 GALLON

ASCLEPIAS SUBULATA
DESERT MILKWEED

DASYLIRION WHEELERI
DESERT SPOON

EUPHORBIA ANTISYPHILITICA
CANDELILLA

HESPERALOE FUNIFERA
GIANT HESPERALOE

HESPERALOE PARVIFLORA °BRAKELIGHTS’
BRAKELIGHTS RED YUCCA

HESPERALOE PARVIFLORA °YELLOW YUCCA’
YELLOW HESPERALOE

MUHLENBERGIA CAPILLARIS
REGAL MIST DEERGRASS

MUHLENBERGIA RIGENS

DESCRIPTION

3 TREES & 20 SHURBS PER 100 LF
TREES
SHRUBS

PARKING LOT ISLANDS (57 TOTAL)
1 TREE & 3 SHRUBS PER ISLAND
TREES
SHRUBS

PARKING LOT MEDIAN (63 STALLS)

1 TREES & 6 SHRUBS PER 8 STALLS

TREES
SHRUBS

REQ'D
COMMERCIAL USE LANDSCAPE BUFFER (250 LF)

8
47

57

171

8
48

SHALL BE 36" BOX OR LARGER, WITH A MINIMUM OF 50% OF
THE TREES REQUIRED ALONG THE STREET FRONTAGE SHALL

8 BE 24" BOX. NO TREE SHALL BE SMALLER THAN 15

52 GALLON.

SIZE.

2.10% OF THE TREES REQUIRED IN PARKING ISLANDS SHALL BE
36" BOX WITH THE BALANCE BEING AT LEAST 24" BOX IN

104 3. ALL OF THE TREES N THE RESIDENTIAL LANDSCAPE BUFFER

302 SHALL BE 24" BOX IN SIZE.
COMMERCIAL LANDSCAPE BUFFER SHALL BE 24" BOX, THE
REMAINING SHALL BE A MINIMUM SIZE OF 15 GALLON.

4. 50% OF ALL REQUIRED SHRUBS SHALL BE 5 GALLON OR

50% OF THE TREES IN THE

10 LARGER. NO SHRUBS MAY BE SMALLER THAN 1 GALLON.

65

NOTE: THIS PROJECT SHALL CONFORM TO FTA'S BUY AMERICA REQUIREMENTS.

PRELIMINARY —

NOT FOR CONSTRUCTION

AUTOMATIC DRIP IRRIGATION SYSTEM. DEERGRASS

2. ALL PLANT MATERIAL SHALL BE INSTALLED YUCCA PALLIDA
PER CITY REQUIREMENTS. PALE LEAF YUCCA

ARSI AN AR IO RSHIYEIR::

3. TREES SHALL BE INSTALLED A MINIMUM VINES: 5 GALLON

OF 18" FROM LIGHT POLES. SHRUBS PARTHENOCISSUS SP. 'HACIENDA’
SHALL BE INSTALLED A MINIMUM OF 7° HACIENDA CREEPER

p

FROM LIGHT POLES. MACFADYENA UNGUIS—CATI
N CAT'S CLAW VINE

MULCH:
G I DECOMPOSED GRANITE: 2” DEPTH, SIZE &
= HT DISTANCE TRISNGLE '|GRADATION TO MATCH LIGHT RAIL

— --ST--—= SIGHT DISTANCE TRIANGLE

OBSTRUCTIONS TO VISION DSOSOSTFRACTURED ROCK RIP RAP: 3"—6" IN
BETWEEN A HEIGHT OF 3 &  |olladSIZE. 4" DEPTH. COLOR TO MATCH
8 WITHIN THE SIGHT DISTANCE [(JSCS(X|{DECOMPOSED GRANITE

TRIANGLE PER CITY OF MESA  * 5 GALLON GROUNDCOVERS
ENGINEERING & DESIGN
MANUAL.

Sep 08,

P:\150829\J2Cad\Sheets\ Landscape\Mesa DRB\GRE—LP—DRB—01.dwg

SPlacko

HORNE AVE

STAPLEY DR
LAZONA DR
GUTHRIE ST

VICINITY MAP

NTS

Y AVE

ALLEN
DORAN
BARKLEY
WILLIAMS

J2 Engineering and Environmental Design
4649 East Cotton Gin Loop, Suite B2
Phoenix, Arizona 85040

Phone: 602-438-2221

: www.J2design.us

JEFFREY M.
ENGELMANN

<
>
I
©)
?§ GILBERT RD

SUBMITTED

DATE EXPIRES: 09/30/2017

JACOBS

101 N. 1st AVENUE, #2600, PHOENIX, AZ 85003
T 602.253.1200, F 602.253.1202
WWW.JACOBS.COM
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DATE

VALLEY
METRO
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S. PLACKO

DRAWING NO:
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REVISION:
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T R Y
R ‘
MAIN STREEFL Ty TATY —  EGEND
/?— =N EATON — McGRAW—EDISON (FORMER COOPER LIGHTING)
= Innovations Center P2 test report no. P191560
candela file 'GLEON—AF—02—LED—E1-T4W—-800.ies’
] 32 lamp(s) per luminaire, photometry is absolute
J\ i [ IA—| Light Loss Factor = 0.910, watts per luminaire = 85
1 \ e << mounting height= 20 ft
i F L XK >
0.96 050 0.39 039 040 040 0.40 0.38 0.38 0.49/1:15 2537 1.90.0.94 0.88 1.46 1.83 %74 202 J03 1.84 1,78 1.81/ 131 073 958 0.63-0:87 T8 130 15 A — —\) . —’l %gg% N—" EATON — McGRAW—-EDISON (FORMER COOPER UGHT\NG)
LA N | X - 7=\ S~ =7 730 { // L4 [ ] 3 T Lo My A o o v s | <>
N e e Wi SN AR s Eeme T gl < " et g P2 e gt F12
///6—7\ % el 3 e o ) ey mﬂ vod | 6 2.4 191l |E ‘—ELI-’ 13858, 39 1‘2{% I 2.5 %.8 2.6-2.2 2“\ L/ JI/} 2.6 2.7 2.3((_))1.3 1.0 0.8 0.8 1.0 \LM 7,22 2.5FR8 2.4 1@@[ N | 48 \Omp(3> per luminaire, photometry is absolute
= = L . N~ ASmpENyE gy, 1010 11.5710.84 7.53 474 & —— ~ T3 0008 Light Loss Factor = O.9WO, watts per luminaire = 166
‘ 09 0.9 09 0.9 0.9 1.4 AT o8 112\1\64\;@ % ﬁ\w%a 1}%9“2 278 6 2.1 2.1 liwsr/ 3.7 2.6 1.9 1.6 1.9 2.2)2.4 2.4 2.3 2.1.1.9 2.0 [21 2.2 23722 2.0 1.7 1.3 1.0 0.8 0.8 1.0, 1.2 1,6 1.9 2.+ 2.1 2.0 1.7 0.6 mounting height= 25 ft
%1.1 12 1.3 1.3 1.2 1.1 1.0/ 1.4 3464/ 3.0 T MN% ] A - s A\ / 25 2.1 20 = 1 T TR % 223407 15 16, 1.7 18 158 1.8 1.8 1.8 1.8 18 1.7 1.7 1.7 1.6 1.51.2 1.0 0.9 08 1.0/ 1.2 14 1.5 1.6 1.6 1.5 1.4,1.2 0.9 0
[T Y 3,82 [4.34 /4.85 1 EATON — McGRAW—EDISON (FORMER COOPER LIGHTING)
a1 }1\\$0 1.0 0.8 0.6-0.6 0.6 1.074.7 e =y %q \Az ,31\// 2.5 2.3 2.0°2.0 4.5 4.0 3.6 3.1 2.4 1.7 1.4 1.4 1.4/1.4 1.5 1.5 1.5 1.6 1,6 1.5 1.5 1.4 1.4 1.3 1.2 1.1 1.0 0.9 0.9 1.0 1.2 1.3 1.4 1.4 1.4 1.2 1.1 0.9-0.8 A Innovations Center P2 test report no. P191544
)RRy 15 fm === 05050814 13070505 0.8 3&2@% 1.9 1.8 1.8 2.0/ 2 2P A0y /\\ 3.3 32 2.4 1.7 137112 12713 1.3 1.3 1.3 1.4 (Ew 1.4/ 1.3 13/2 14 1.0 1110 10,1, 11/2 13 1«4\1 4 14)f |12 10 05 07 <C g%m\je‘g (ﬁ\)e GLE\ON e LEDt EWIMFT—WbZOC‘) ‘tes
y ——— A a 7N 176 N amp(s) per luminaire, photometry is absolute
1.1 1.2 inh 0.4 0.6 1.2 3.1754 331 .8.1.6 1.6 1.5 1.5 1.6 1.7//,// 2525 2.7 2 % ]27@ /</ 1@1}2 7@% /{g>1 2//\\1 3 “Js |13 X\l > <a> %;?1 1@) \v/\> S > /1211 0/9:6_3: O Light Loss Factor = 0.910, watts per luminaire = 382
G s / i / AL o mounting height= 20 ft
A2 N6 0.8 1.1 1.4 1.41.4 1.4 1.4 1.4 1.3 1.3 1.{/ 1.6/1.7 1.8 “\ 2.0 2.0 1.9 1.7 1.4 12711 11 1.2 1.3 1.3 ij 1.4/141.4 1.3 1.3 1.2 1.2 1.2 1.3 1.4 1516 1.61.6 \\A1.5/1.4 1.2 1=
2.2 1.4 s &) N~ %@ 0910 111242 12 12 1.2 1.2 11 | Z/412/1.4 15 1.6 1.7 1.8 1.8 1.8 1.8 1.6 1.4/1.2 1.1/1.11.2 1.4 1.5 1.? 616 1.6 1.6 1.6 1.5 1.4 1.3 1.4 1.5 1.7.1.8 1.9 1.9 1.9 1.9 1.8 1.7/1.4/ 1.1 0.8 — . III EATON — McGRAW—EDISON (FORMER COOPER LIGHTING)
’ T // /N, Innovations Center P2 test report no. P190891
v N2 13 14 1.5 1.7 1.8 1.9 1816 1.5 1.4 14115 1.4 1.1 08 0.6 0.5 0.6 0.8 0.8 0.8 0.8°0.9 1.1 1.2.1.3 [:3.1.3 1.3 1.2 1.1 1.0 11 1.3 1.6-+.8 1.9 2.0 2.0 2.0 20 1.8 1.6 1,3 1.2 1.221.3 1.5 1.8 1.9 2.0 2.0 2.0 2.0 1.9 1.8 1.6.1.5 1.5 1.6 1.9 2.2 24 2.6 2.7.2.5.2.3 2.0 1.6/ 1.2 0.9 e candela file 'GLEON—AF—03—LED—E1—5WQ.ies’
» . Q\ “’ ,,,,,,
1A120§11\11 1.3 2.1 40-4.2 27.1.9 1.8.1.9 2.8 55 49 2.3 1.1 0.7 0.8 2.3 64753 1.9 1.0 1.01.2 1.4 1.5 1.6 1.5 1.4:1.2 1.0-0.9 // TN 17 2124126 27 25 2.3 2.1 1.7 1.4 1.31.3 1.4.1.6 2.0 2,3 2.6 2.8 2.7 2.5 2.3 2.0 1.7 1.6 6,17 2.02:4 2.0 3.%3.223,0,2.7 2.2 1.7 13.09 ﬁ%h‘f“cgs(?nggo‘rum‘”g‘éﬁo thféfge;gr “ing.‘?s(ﬁr‘éte 166
| T~ g gt |\ — =7 ) i | Il N Y 1) h m . . 7 ’ -
J 513 3.96 221 1.89 1,62 %\097 093 909 ZJWTJ 418 ﬁ; = _5/3_57/ ; N ﬁﬁ%/f;145 164!1%’:173%59 ALZ 1.0 0.9 ;%i—// !‘_\ J‘ 1.8 2.4@ B 27 2218 1.5 (1]1 4 1.5 W7 2.2 ( A 2 3.0 2.6 2.1 1.8 1.7\/|~8;7.8 2.1]2.6( 3.1 3. 3&\2.4 1.8 1.? 1.0 ] mounting height= 20 ft
e |\ eEELg E | 7 X 7 o ; - . - —
[ 1.63 1.77 2.49 3.31 3.:>IILI.L:> 1.26 1208 1.38 3.00 W 7.20/ 1221 2.15 4.3 ‘% 493 [1.15. 0.95 3.28 #W 326/109 11§_1j__1£6”J|19 _ﬁ_o‘é__} i:J\ jL;_u‘ 1.9 Zq I3 3¢ B ?.m.4 1.9 1.6 15 1L1.6Ja%7.3 2.9 3.2 . 53228 22 1.9 1.8 \1\.8\1\R 2.1.2,7 3.2-3.5 '#O o4 Eu. T .E @ EATON o MCGRAW ED‘SON (FORMER COOPER L‘GHT‘NG)
452 56854 68 p2§ 571 550 (as) 12:972.3 4.9 N . 5.3 0.9 1.073.8 3.2 14 1.4 1.6 1 0:8 // 1.9 35 *q 333092418 /15451818 25_7_3;%_3 "'9';_:; 3558 =o—1-871.8 (7820 253033 _}74 7.9 1\ - Innovations Center P2 test report no. P191464
ﬂ} Bﬂ[—u ?ﬂ i | — T 4 iU‘ ] candela file 'GLEON—AF—06—LED—E1-T3—1200.ies’
253 55 51‘]568 550 567|504Nﬁ78 277 2.3 2.7 2.9 27. 2.8 2.6 17{”1 1{)' 0.8 0.7 0.9 1.3.1.3/1/0 o.?“ “‘ 1.2 1.5 1 0.8 \7 4:7]0.9@12 1.4/1.9 4 32 2823 1.8 14 1.4 15 1.7 2.2 AY) 3 3.0 2.6°2.118 1.7081.7 1.9]2.3 2.7 2.9 3.1 7 2.4 1.9.1,6 1.3 96 lamp(s) per luminaire, photometry is absolute
3.8)4s2 546, 621 728 701 607 526 \gae) 34 2.6 1.9 1.6 1.5 1.4 QLJ V6 17 16 1.5/1254 07 0.6 0.6 0.6 0.6 0.6 0768 1.1 1.2 1.3 1.4 1.3°E5 1.0 08 07 07 TFGETT T3 1.8 22 2.8 2.9 3.0 2.8 26 2.1 1.7 1.4 1.3 1.3 14 1.6 20 2.4 37 2.9 2.8 2.6 2.3 20°1.7 1.5 1.5 1.6 1.8/2.0 2.1 2.3 2.4 2.4 2.3 2320 1.8 15 %%Tmﬁgsshg%?g :2?290’ watts per luminaire = 382
| 3.5 418 525 505 662 645 586 507 408 32 2.4 1.8'1.5 1.3 1.3 13 1:5 13 1.3 1:2 1.1 0.9 0.7 0.6 0.5 0.5 0.5 0.6 0.7 0.8 0.9 0.9 1.0 1.0 1.0 0.9 0.9:0.7 0.6 0.6.0.6/0.7 1.0-4.2 1.6 1.8 2.1 2.2 2.3 2.2 20 1.9 1.6 13 1.2 1:21.3 1.5 1.871.9 20 212120 1.0 1.8 1.5 14 1.3 14 1.5[1.6 1.7 1.7 1.8 1.9 2.0°2.1.2.1 1.9 1.7
Ng _
2.9 3.5 4,0 4.3 4645 4.2 3.8 3.3 2.8 2.1.1.6 1.4 1.3 1.2 1.2-1.2 1.2 1.2 1.1 1.171,0 0.9 07 0.5 0.5 0.5/ 0.5"0.6 0.7 0.7 0.7 0.7 0.7 0.7 0.7,0.6 0.6 0.5 0.510.7 0.8 1.1 1.3 1.5 1.6 1.6 1.6 1.6 1.6 1.5 1.3 1.2 1.0 1.0 1.1 1.3 14 1.5 15 1.6 1.6 1.5 1.5 1.4 1.3 1.2 1.1 1.1 1212793 14 1.4/ = 1.9 21 21 2.1 @—/l]\ EWAJOOVEUOHSMCCGG%X Eg‘stoegt fﬁ)@“ﬁfiOCOPO%EORN%GHT‘NG)
— N
1.9 2.2/25 2.7 27 252319 1.7 1.5 1.31.2 1.2 1&%1.2 1.2/1.2 16790 0.9 0. Ti‘ 0.6 0.4 0.4 0.5(0.5 0.6 0.6 0.6 oe/ﬂ 1313 |m1 1.2 1.2 0 0:9-0.9.0.9 09 1/1 14 H“ Nl7-2.0 ?%m?e\o (ﬁ\)e GLE‘ON AF— O%LhEDt EWISMQ SSO \‘e?
> i‘ I A n é / ‘ = ampi(s per uminaire pnotometry I1s apsolute
. 1.4 1.6/ 11 18/\&1 //\\ 1.3 1/\& (/\\2 1.2—1.3'1.3 /;\\13 1.& n1 1.0/ 0. ] 0.6 gog% o<=%4 osg{sgps/z\s\oslt 4 o<> <9>> 6?@% {)o@os 9q (/ﬁg@ 8%«% <e>> 0 }7 o\§/07 0.9 ”l >> 1.9 25\ Light Loss Factor = 0.910, watts per luminaire = 44
| 1.1 1.3 1 1.6 A IVE 1.2 1242 Y 31‘[b[.4J1.5 1\5/15%“ 13/1.2 1.9 0jo°0.8 605D50.450.4050\60505051Q>/J5 0.7 0.7°0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6\ 7 0.7 0.6 0.6)0.6 0.6"0.6 0.5 0.5 0.5 0.5 0.5 0.6 0:6 d-\_/1/114-1.8 2,423 mounting height= 14 ft
S ‘ U
T O9\2 1.4, 1.5 1.6 1.6 1.5 1.4 1.3 1.2 1.2 1.3.1.5- 1. 3%1.7 1.7 1.7 1606 1.4 1270 0.9 0.9 0.9 0.8 0.8.0:8-0.8-08-0,8-0.8-0.5 Ms 0:8-0/9-0.9-0:91:0-0,9 0:9-0;8-0:6-0.6 0,6-0.6 0.6 0.5 0.5 0:670.6 050,505 /0.6 0.6/0.6 0.6 0,6 0.6 0,505 0,5.0,50/6 0,5:05-0,5 0.5 0,5 0.6/0.9 1:24.6 2.1.2.5 25 2115 EATON — McGRAW—EDISON (FORMER COOPER LIGHTING
) ]
— ~ Innovations Center P2 test report no. PW9W530
1.071.4 1.7 -4=8=in@=2:0-2:0=1:9=1=9=17= 15131314176 1.9 2.0 2.1.2.2.2.2/2.0.1.9 1.7 1.3 101012 1.21.3 43441110 1A VX 434344 14 1.1 1524214 1.3 1.1 0.9:0.7 0.870.8 0.8/0.8 0.8 0.8 0.9 0.9 0.9 0.8 0.7.0,7 0.9 /019 0.9 0,9/ 0.9 [0/8 0.5 0.7 0.9 0.9| 1.0-0.9 /0.0 0.4 05,0,71.0 1.4 1.8-2.0 2.1 2.0 1.7 1.3 candela file "GLEON—-AF—01—LED—FE1—T4FT ies’
z 16 lamp(s) per luminaire, photometry is absolute
1.11.5 2.0 2.6 2.8 272522 1.9 1.6 1.5 1.4 1.5 1.7,2/t2.5 2.7 2.9 2.9 1.8 1.4 :\\1 214147 1.7 14 CEHS 8 KT o LT A2 o.%%\.s 112 1.3 1.2 1.1 0.7 11 12 1.3 1.5 12 ngﬂ 17012 1.4 1,4 1.2 09( \\08 1.1 1.4 1.421.3 1.1@%04 0.4 0,6 0.8 1.1 e Light Loss’ Factor = 0.910, | watte por luminaire = 59
12 1.6 2.1 2.9 25 2.0 1.7 1.6 1.6 1.6 1.8 ZZEB\3.1 3/ 7R 19 15 D\ Lll" (m" ﬂ (m EIT] (i x X L — !!L I | s mounting height= 14 ft
1.3 1.6 2.5 ﬂt 35(] ”(] 2.0 1 H.— [ |- I [ . ) | . ;! I L
iy < <G /<“> inEE O == i L ) ' 6 ) ¢ v EATON — McGRAW—EDISON (FORMER COOPER LIGHTING)
a0 LML ¢ 3\1zé7 \3/] 4 ﬁ\% Y 8{% 55.0 H 2 5P ji 2.0 1.8 1_1———” 1.21 oogo70_50_40'50_70_91_11_21_41.41_41_41_21_10_90,70,50.30_20.20.20.20.20.20.30.30-30-30-30-40-40-40-40-40-40-40-30-30-30'3 ‘NNOVAT‘ONS CENTER*PB test report no. P13967/5
\ lLfLJ 4 040302020202030605101.11.21.31.31.31.21.11.00.90.60.50.60.51.01.11.21.31.41.41.31.11.00.90.70.50.60.51.01.11.21.31.41.41.3. .00:90. \Omp(s): ("4> 4000K CCT, 70 CR‘ LEDS
0.18 1.2 _1.632.2 3.0 2520 1716 1.5 1.6 18 TZX=2F"3.1/&. n2. 419 1.4 1.1 1 o40,40,30_20.10.10.1o.1o.10.20.30.30.30.30.30-30-20-10-10.10.10.10.20.30.30.40.4 .......... S os o0 om2 00t 0fd 620 025 020 015 004 043 005 003 004 004 004 004 004 004 604 004 candels file 1ST—FO2—LED-E1—Bl3 ies
L_L 0033 010 006 004 005 008 0.11°0.10 008 0.04 0.04 008 0.0 0.11 0.10 008 003 004 0.15-022 025 026 019005 003 042 020 026 025 0.8 0.08 003 0.11..0.18-0.24-0. .080.02-0.040.14 0200 el e o o phOtom_etW e
017 ‘=1.D1.5 20 2.6 22 1.9 1.6 1.4 1.4,1.5 1.7 2.0 2.3 2.6 2.7 2.7 2422 1.7 1.3 1.0 ] o3 Light Loss’ Factor = 0.900.  watts pér lumingire = 49
016 014 1.7 2.0 1.9 1.7 1.41.3-1.3 1.3 1.5 1.8 20,20 1.9 1.8 1.5 1.2 0.9 | 02 mounting height= 8 ft
| 0.2 | 0,05
014 0.9 1.2 1.4 1.5 1.5 1.4 1.3 1.1 1.1 1.2 1.3 1.5 1.5 14784 1.2 1.0 ——| 02 New Star Lighting 5317XCU—D—CLLA402—1 /D—UN
I ( 02 | 004 gnhting
ol13 0.8 0.9 /1.1 1.2 1. 1 1(;\2 1.4 mho o_g@»— 0.2 B Photopia 2014.0.4 see www.ltioptics.com/ies test report no. 1
%:} é} g<<i //\\ \> l 0z 003 lamp(s): Bvitory LED Strip
010 0.6 0.8 0.9 1LRT01°971.0 08 0/9°0771.0 1A 10 1 A) 0.9 0.83°0.7 ' i candela file 'PLATFORM CANOPY—-5317CUX—D—CL—L2402—10—UN.ies’
0.03 : : :
0.8 0.5 0.7/0.9 1.2 1.2 1.1 1.0 1.0 0.8 0.8 0.9 12 12 1.1 1.0 0.8 07 0.1 ngtmféz)s F?Z&WTO&(%’Wghowtg?gsetger‘swﬁiﬂﬁf _ 50
‘ 01 003 ; . B : ’ -
0.6 0.7/ 1.0 15 1.5 1.3 1.2 0.9 0.8 0.7 0.9 1.1 1.3 1.5 1.6 1.6 1.6 1.4 1.2 1.0 0.7 ! 0.1 mounting height = 9 ft
0.1 0,02
0.04 0.6 1.0 22 1.8 1.3 1.2 0.9 0.7 0.7 0.9 1.1 1.3-1.7 2.2 2.4 2.1 1.6 1.2 1.0 J 04
PO/~ T 0.1/ 002
003 ——06.1.0 2.2// (744 1.3 0.9 0.6 0.6 0.8 W\ 1.9 1:9 15 1.4 14 o
L | B 1 ¥ 5
} 0 oo PHOTOMETRIC RESULTS:
0.01 0.0
0.01 Parking Area HANDICAP SPACES
o 1709 points at z=0, sp 10ft by 10ft 62 points
HORIZONTAL FOOTCANDLES HORIZONTAL FOOTCANDLES
Average 1.6 Average 5.47
Maximum 6.4 Maximum 11.57
Minimum 0.4 Minimum 1.22
Avg:Min 3.90 Avg:Min 4.48
Max:Min 16.00 Max:Min 9.48
Coef Var 0.52 Coef Var 0.38
UnifGrad 8.00
Alley Spill
137 points 82 points
HORIZONTAL FOOTCANDLES HORIZONTAL FOOTCANDLES
Average 0.6 Average 0.09
Maximum 1.4 Maximum 0.28
Minimum 0.0 Minimum 0.01
Avg:Min N/A Avg:Min 9.34
Max:Min N/A Max:Min 28.00
Coef Var 0.79 Coef Var 0.80
Walk
169 points at z=0, sp 10ft by 10ft
HORIZONTAL FOOTCANDLES
Average 2.35
Maximum 12.31

. Minimum 0.38
IS Avg:Min 6.19
0 Max:Min 32.39
< Coef Var 0.84
s UnifGrad 11.96
& Call at least two full working days
§ ( before you begin excavation. \
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27 34 33 26 21 31 48 02 | |
53 7.3 7.3 52 4.1 27 o3 I

58 65 81 6.6 55 36 1.0 02/ [/

LEGEND:

HRS EATON — McGRAW—EDISON (FORMER COOPER LIGHTING)
INNOVATIONS CENTER—P3 test report no. P139675
lamp(s): (14) 4000K CCT, 70 CRI LEDs
candela file 'IST-FO2—LED—E1—-BL3.ies’

14 lamp(s) per luminaire, photometry is absolute
Light Loss Factor = 0.900, watts per luminaire = 49
mounting height= 8 ft

PHOTOMETRIC RESULTS:

26 3.2 40 32 25 1.7 0.6 02 TPSS_WeSt
43 points
HORIZONTAL FOOTCANDLES
Average 3.2
Maximum 8.1
Minimum 0.2
Avg:Min 15.85
Max:Min 40.50
Coef Var 0.69
o
O
O
)
& Call at least two full working d
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AREA LIGHT DETAIL

DESCRIPTION

SPECIFICATION FEATURES

The Galleon™ LED luminaire delivers exceptional performance in a
highly scalable, low-profile design. Patented, high-efficiency AccuLED
Optics™ system provides uniform and energy conscious illumination to
walkways, parking lots, roadways, building areas and security lighting
applications. IP66 rated and UL/cUL Listed for wet locations.

McGraw-Edison

Catalog #

Project

Comments

Prepared by

Construction

Extruded aluminum driver
enclosure thermally isolated from
Light Squares for optimal thermal
performance. Heavy-wall, die-
cast aluminum end caps enclose
housing and die-cast aluminum
heat sinks. A unique, patent
pending interlocking housing and
heat sink provides scalability with
superior structural rigidity. 3G
vibration tested and rated. Optional
tool-less hardware available

for ease of entry into electrical
chamber. Housing is IP66 rated.

Optics

Patented, high-efficiency
injection-molded AccuLED

Optics technology. Optics are
precisely designed to shape

the distribution maximizing
efficiency and application spacing.
AcculLED Optics create consistent
distributions with the scalability
to meet customized application
requirements. Offered standard
in 4000K (+/- 275K) CCT 70 CRI.
Optional 3000K, 5000K and 6000K
CCT.

DIMENSIONS

Electrical

LED drivers are mounted to
removable tray assembly for ease
of maintenance. 120-277V 50/60Hz,
347V 60Hz or 480V 60Hz operation.
480V is compatible for use with
480V Wye systems only. Standard
with 0-10V dimming. Shipped
standard with Eaton proprietary
circuit module designed to
withstand 10kV of transient line
surge. The Galleon LED luminaire
is suitable for operation in -40°C
to 40°C ambient environments.
For applications with ambient
temperatures exceeding 40°C,
specify the HA (High Ambient)
option. Light Squares are IP66
rated. Greater than 90% lumen
maintenance expected at 60,000
hours. Available in standard 1A
drive current and optional 600mA,
800mA and 1200mA drive currents
(nominal).

Mounting

STANDARD ARM MOUNT:
Extruded aluminum arm includes
internal bolt guides allowing for
easy positioning of fixture during
mounting. When mounting two
or more luminaires at 90° and
120° apart, the EA extended arm
may be required. Refer to the

arm mounting requirement table.
Round pole adapter included. For
wall mounting, specify wall mount
bracket option. QUICK MOUNT
ARM: Adapter is bolted directly to
the pole. Quick mount arm slide
into place on the adapter and is
secured via two screws, facilitating
quick and easy installation. The
versatile, patent pending, quick
mount arm accommodates
multiple drill patterns ranging
from 1-1/2" to 4-7/8". Removal

of the door on the quick mount
arm enables wiring of the fixture
without having to access the driver
compartment. A knock-out enables
round pole mounting.

Finish

Housing finished in super durable
TGIC polyester powder coat paint,
2.5 mil nominal thickness for
superior protection against fade
and wear. Heat sink is powder
coated black. Standard housing
colors include black, bronze, grey,
white, dark platinum and graphite
metallic. RAL and custom color
matches available.

Warranty
Five-year warranty.

|

21-3/4" [553mm]

o

pr
DIMENSION DATA DRILLING PATTERN
pn “B” “B” Weight EPA e
'L\'i;:lbg;:;res Wi’;th Standard | OptionalArm | withArm | with Arm 2 TYPE “N 2ar fromm
1
Arm Length Length (Ibs.) (Sq. Ft.) ‘f Diameter
Hole
15-1/2" 7 10" 33
1-4 (39%4mm) | (178mm) (254mm) (15.0 kgs.) 0.96 (51mm]
@7_ 7/8" [22mm]
56 21-5/8" 7 10" a4 100 —H 13
(549mm) (178mm) (254mm) (20.0 kgs.) : [44mm]
C—
28 27-5/8" 7" 13" 54 107 - .
(702mm) (178mm) (330mm) (24.5 kgs.) ’ ~——(2) 9/16" [14mm]
Diameter
910 33-3/4" 7n 16" 63 112 Holes
(857mm) (178mm) (406mm) (28.6 kgs.) .

NOTES: 1. Optional arm length to be used when mounting two fixtures at 90° on a single pole. 2. EPA calculated

with optional arm length.

EF.T-N

Powering Business Worldwide

GLEON
GALLEON LED

1-10 Light Squares
Solid State LED

AREA/SITE LUMINAIRE

CERTIFICATION DATA
UL/cUL Wet Location Listed
1ISO 9001

LM79 / LM80 Compliant

3G Vibration Rated

IP66 Rated

ENERGY DATA

Electronic LED Driver

>0.9 Power Factor

<20% Total Harmonic Distortion
120V-277V 50/60Hz

347V & 480V 60Hz

-40°C Min. Temperature

40°C Max. Temperature

50°C Max. Temperature (HA Option)

a"$154’\r
’J‘é’_‘ TD500020EN
CATIPC 2016-08-23 08:01:04

ARM MOUNTING REQUIREMENTS

GLEON GALLEON LED

Configuration 90° Apart 120° Apart
GLEON-AF-01 (S:;,ﬁ;;d) (sZ;nAJZ?w
GLEON-AF-02 (SZ;:‘;;‘:d) (sﬁgﬁ;?d)
GLEON-AF-03 (S{;;‘;;‘:d) (SZ;I‘JQL,)
GLEON-AF-04 (Sz;ﬂ;:d) (SQHAJZL)
GLEON-AF-05 | 10 g;;:ﬁzg)mm (sz;ﬁjrg:d)
GLEON-AF-06 | 19 (EF;‘;ZEﬁzz)Arm (sf;ﬂé?d)
GLEON-AF-07 | ¥ gézzﬁzz)mm e (Eééiﬁii‘i)”m
GLEON-AF-08 | 1% (EF;(;ZZﬁZZ)Arm L (EFTQZZﬁZZ)A'm
GLEON-AF-09 | 16" (ERX;ZEﬁzg)Arm w (ERXQE”UT’,ZB’)M"
GLEON-AF-10 | ¢ (EF;( ;Zﬂﬁig)”m L Eéf;’”uﬁiﬂ)”m

STANDARD WALL MOUNT

2 @ 180°

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°

L

MAST ARM MOUNT

4 @ 90°

2 @ 120°

3" o .
[76mm] ) 1-13/16"
/_\ 3-13116" || \GA 47 m]
[97mm] ~—(2) 27/64"
[_11mm]
10-5/32" ‘ 21-3/4" | 7" 8-1/8" [206mm] L3.13/64”J Dia. Hole
[256mm] [5653mm] [178mm]+ [82mm]
@
6-3/16"
|_[157mm]J 2-7/16"
[61Tmm)]
QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)
1-1/4" [32mm]
o "
A1
i ‘ 4-7/8"
6-15/16 [124mm]
[177mm]
4
[102mm]
B |
. 9/16"
[15mm]
Dia. Hole
4-15/16" 3-3/4"
[125mm]— [96mm]-
QM Quick Mount Arm (Standard) QMEA Quick Mount Arm (Extended)
3-15/16"
[100Imm]
8-7/16" _] 16-9/16"
“A" 21-3/4" [553mm] [215mm] 21-3/4" [553mm] [421mm]
QUICK MOUNT ARM DATA
Number of “A” Weight with QM Arm Weight with QMEA Arm EPA
Light Squares "2 Width (Ibs.) (Ibs.) (Sq. Ft.)
1-4 15-1/2" (394mm) 35 (15.91 kgs.) 38(17.27 kgs.)
5-63 21-5/8" (549mm) 46 (20.91 kgs.) 49 (22.27 kgs.) 1.1
7-8 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)

NOTES: 1 QM option available with 1-8 light square configurations. 2 QMEA option available with 1-6 light square configurations. 3 QMEA arm to be used when mounting two fixtures at 90° on a single pole.

EF.T-N

Powering Business Worldwide

Eaton

1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Specifications and
dimensions subject to
change without notice.

TD500020EN
2016-08-23 08:01:04
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Call at least two full working days
before you begin excavation.

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)

\ in Maricopa County: (602) 263-1100 )
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" o
75" 8600 LED MODULES - UPLIGHT 2
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DESCRIPTION

The Impact Elite family of wall luminaires is the ideal complement to

site design. Incorporating modular LightBAR™ technology, the Impact
Elite luminaire provides outstanding uniformity and energy-conscious
illumination. Combined with a rugged construction, the Impact Elite
luminaire is the ideal facade and security luminaire for zones surrounding
schools, office complexes, apartments and recreational facilities. UL/cUL

listed for wet locations.

SPECIFICATION FEATURES

McGraw-Edison

Catalog #

Project

Comments

Prepared by

Construction

Heavy-wall, die-cast aluminum
housing and removable hinged
door frame for precise tolerance
control and repeatability. Hinged
door inset for clean mating with
housing surface and secured via
two captive fasteners. Optional
tamper-resistant Torx™ head
fasteners offer vandal resistant
access to the electrical chamber.

Optics

Choice of six patented, high-
efficiency AccuLED Optics™
distributions. Optics are precisely
designed to shape the light
output, maximizing efficiency and
application spacing. AccuLED
Optics technology creates
consistent distributions with the
scalability to meet customized
application requirements. Offered
Standard in 4000K (+/- 275K) CCT
and minimum 70 CRI. Optional
3000K CCT, 5000K CCT and 5700K
CCT.

DIMENSIONS

Electrical

LED drivers mount to die-cast
aluminum back housing for optimal
heat sinking, operation efficacy,
and prolonged life. Standard
drivers feature electronic universal
voltage (120-277V 50/60Hz), 347V
60Hz or 480V 60Hz operation,
greater than 0.9 power factor, less
than 20% harmonic distortion, and
are suitable for operation in -40°C
to 40°C ambient environments.

All fixtures are shipped standard
with 10kV/10kA common -

and differential - mode surge
protection. LightBARs feature

an IP66 enclosure rating and
maintain greater than 95% lumen
maintenance at 60,000 hours

per IESNA TM-21. Emergency
egress options for -20°C ambient
environments and occupancy
sensor available.

Mounting

Gasketed and zinc plated rigid steel
mounting attachment fits directly
to 4” j-box or wall with the Impact
Elite “Hook-N-Lock” mechanism
for quick installation. Secured with
two captive corrosion resistant
black oxide coated allen head set
screws concealed but accessible
from bottom of fixture.

Finish

Cast components finished in a
five-stage super TGIC polyester
powder coat paint, 2.5 mil nominal
thickness for superior protection
against fade and wear. Standard
colors include black, bronze, grey,
white, dark platinum and graphite
metallic. RAL and custom color
matches available. Consult the
McGraw-Edison Architectural
Colors brochure for the complete
selection.

Warranty
Five-year warranty.
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CERTIFICATION DATA
UL/cUL Listed

LM79 / LM80 Compliant

P66 LightBARs

1SO 9001

DesignLights Consortium® Qualified*

ENERGY DATA

Electronic LED Driver

>0.9 Power Factor

<20% Total Harmonic Distortion
120-277V/50 & 60Hz, 347V/60Hz,
480V/60Hz

-40°C Minimum Temperature
40°C Ambient Temperature Rating

SHIPPING DATA
Approximate Net Weight:

18 Ibs. (8 kgs.)
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Design Review- Gilbert Road LRT Extension Color Recommendations

Recommended Station Paint Color Existing CME Station Color TPSS Building
LRV (Light Reflectance Value): 46 LRV: 8 CMU Colors

STRUCTURE PRIMARY

HIGHLIGHT STRUCTURE ;

COLOR COLOR Split Face (Accent)
SW 7037 SW 7041
Balanced Beige Van Dyke Brown

Recommended PNR Bus Shelter Color/Site Amenity Colors Ground Face (Field)

Split Face (Base)

SW 7035 SW 6724
Aesthetic White Mesclun Green Storefront/Louvers

(Recommended accent color) Brushed Aluminum

Recommended color enhancement palette for Gilbert Road LRT corridor (FRP panels, artwork)
Note: These colors are representative of the plant bloom colors on following page.

Pantone 660 Pantone 392

SWET16 SW 6908 SWETT1 COM Standard Color COM Standard Color
Dancing Green Fun Yellow Bathe Blue Gilbert Station Stapley Station
Gilbert Station Gilbert Station Gilbert Station Lower FRP Shade Lower FRP Shade
Upper FRP Panels Upper FRP Panels Upper FRP Panels

BUFFALO, NY ROCHESTER, NY MINNEAPOLIS, MN, NEW YORK METRO PHOENIX, AZ RICHMOND, VA WASHINGTON, DC

CONFIDENTIALITY NOTICE: This memo transmissions is confidential and is intended only for the person(s) named above. Its contents may also be protected by privilege, and all
rights of privilege are expressly claimed and not waived. If you have received this memo in error, please call us immediately and destroy the entire memo. If this memo is not
intended for you, any reading, distribution, copying or disclosure of this memo is strictly prohibited.
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Note: These colors are representative of the plant bloom colors on following page. 
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Plant Bloom Colors:

SWET24 SW §508 SW E802 SW 6859 SWETT
Mesclun Green Fun Yellow Decisive Yellow Stop Bathe Blue

LY S
Simmondsia chinensis Trailing fairy duster

Yellow hesperaloe

Lantana x 'new gold'

SW B868 SW 5500 SW E508 SWET16 SWV 6452
Heartthrob Enticing Red Fun Yellow Dancing Green Inland

[

Pistacia lentiscus tree

Candelilla

Hesperaloe parvifloa bra{kelghts YeIIov‘\; hesperaloe



