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DEVELOPMENT TEAM 
 
Developer: 
Kitchell Development 
1707 E. Highland 
Phoenix, AZ  85016 
Contact:  Brad Anderson  

Architect: 
Butler Design Group 
5017 E. Washington St. Ste. 107 
Phoenix, AZ  85034 
Contact:  Rick Butler  

Applicant: 
Earl, Curley & Lagarde, P.C. 
3101 N. Central Avenue, Suite 1000 
Phoenix, AZ  85012 
Contact:  Stephen C. Earl 
 

Landscape Architect: 
Laskin and Associates, Inc. 
67 East Weldon Avenue Suite 230 
Phoenix, AZ  85012 
Contact:  Hardy A. Laskin 

Property Owner: 
Dover Associates LLC 
4148 N. Arcadia Drive 
Phoenix, AZ   
Contact:  Bob McNichols 

 

 
 
INTRODUCTION 
 

This request seeks site plan and design review approvals to construct Phase 
1. Phase 1 of Longbow Marketplace is 9.1 acres of an overall approximate 49 acre 
shopping center site in the Longbow Master Plan at the southwest corner of Recker 
Road and the Red Mountain Freeway.  This commercial site was originally approved 
by the City in 2002 with an amendment in 2008 as part of the Longbow DMP. 
Sprouts Farmers Market is the anchor tenant of this Phase 1 and they have 
expanded their typical store with new features to meet the needs of this strategic 
Northeast Mesa location and is planning to open this store in September of next 
year.   A pre-submittal conference on the larger center was held back on February 
16, 2016 (PS2106-008/PLN2016-00090), which has been followed by several 
meetings with upper level staff to work out design issues for the larger center 
generally and this Phase 1 plan specifically. 

 
Other than the golf course construction and renovation, this will be the first 

significant development to implement the approved Longbow DMP.   Longbow is 
planned to be one of Mesa’s and the East Valley’s premier mixed use employment 
centers.  The hope is that this first phase will spur development of the balance of 
the designated commercial site in Longbow, as well as other elements of the 
masterplan.  The golf course not only serves as an important amenity for the area, 
but is also consistent with Falcon Field flight operations.  
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SITE CONDITIONS and ACCESSIBILITY 
 
A Context Aerial Photo and Existing Site Photos are enclosed with this 

application.  The Phase 1 site is essentially flat with a slight slope of 2% to the 
southwest.  Access into the center is proposed from Recker Road and Longbow 
Parkway.  The Longbow entrance has left turn capability.  Phase 2 of this center will 
also utilize Longbow as its main entrance.  There is a raised median on Recker 
north of Longbow Parkway, which will prohibit left turn access in or out of the 
center on Recker.  The site’s basic infrastructure including Longbow Parkway has 
already been constructed.    
 

 
 
 
COMPLIANCE WITH ZONING & GENERAL PLAN DESIGNATIONS 

 
The 313 acre Longbow Business Park and Golf Club rezoning was approved 

the City Council on March 4, 2002 (Z02-01/Ordinance 3972). The ordinance 
approved M-1 DMP, C-3 DMP, and M-1 DMP (with a conceptual BIZ overlay) on the 
property with sixteen stipulations. A minor general plan amendment and rezoning 
of approximately 50 acres north of Longbow Parkway was approved by the City 
Council on November 17, 2008. In this action, the Land Use Map of the general plan 
was amended to modify the Land Use from Business Park (BP) to Community 
Commercial (CC). The ordinance changed the zoning of this property from M-1 DMP 
to C-2 DMP (with conceptual BIZ overlay).  The C-2 zoning district was renamed to 
Limited Commercial (LC) by the City in its amendment of its Zoning Ordinance.  The 
DMP was renamed by the City to PAD as well.  The proposed retail center is 
therefore in full compliance with the City’s General Plan Community Commercial 
land use designation and LC PAD zoning. 

 
This Phase 1 of the overall commercial site in Longbow is bounded by the Red 

Mountain Freeway, Recker Road and Longbow Parkway and is approximately 9.1 
net acres in size.    
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DESIGN & SITE PLAN REVIEW 
 
CONCEPTUAL SITE PLAN and BUILDING ARCHITECTURE 
 
Kitchell proposes to develop Phase 1 (approximately 10 net acres) of the approved 
49 acre regional level commercial center site that will eventually serve the retail 
and commercial service needs for the local neighborhoods as well as the larger 
region.  Uses planned in this center may include but are not limited to, grocery, 
bakery, drugstore, bookstore, sporting goods, music, garden supplies, gas station, 
specialty shops, restaurants, fast-food, service retailers, apparel, medical and 
dental offices, indoor recreational facilities, theaters, and retail sales of new 
merchandise and other uses of similar character.  Kitchell has successfully 
completed similar centers in Arrowhead, Chandler, Goodyear, and Prescott Valley in 
the past few years. 
 
Significant effort has been put into the site and architectural design of the Phase 1 
center.  The enclosed site plan illustrates the care given to building locations and 
size; vehicular circulation, parking locations, attractive landscaping and strong 
pedestrian connections.  Special attention has been given to creating a diverse mix 
of small and larger tenant buildings with convenient parking, not only for Phase 1, 
but for the long term development of the overall center as well, so it will become a 
destination for shopping, entertainment and dining experiences for this area.   
 
The architectural character of the center conveys a design sensitivity and attention 
to detailing in keeping with the Longbow Business Park & Golf Club Design 
Guidelines, which are generally consistent with the Falcon Field Design Inspiration 
document approved later.  An eclectic regional design theme incorporating 
contemporary forms and elements is being used to create an inviting, pedestrian-
friendly shopping environment.  Raw, natural building material from sand blasted 
concrete block, steel I-beam and channels and standing seam metal roofing are 
combined with warm natural stucco finishes of desert hues and heavy timber 
elements to create an engaging and inviting experience for those visiting the 
center.  Accent elements of board formed concrete and large format porcelain tile 
add another layer of visual and textural interest to the experience.  Deep projecting 
roof overhangs, awnings and covers along with trellis elements provide plentiful 
shading for pedestrians culminating with playful shade sail elements over the corner 
patio at the primary corner of the development and the people gathering place at 
the intersection of the pedestrian pathways off Recker Road and Longbow Parkway.  
Pedestrian amenities, enhanced walkways and landscaping further blend with and 
compliment the surrounding desert environment encompassing the Longbow 
Business Park & Golf Club.   
 
The proposed Phase I Longbow retail development’s architectural character relates 
to the Falcon Field Sub-Area Design Inspiration in several ways. First and foremost, 
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it reflects the primary goal of the Sub-Area Design Inspiration by reflecting “a 
contemporary architectural style with innovative design using high quality building 
form, materials and color.” This is done through the use of select building materials, 
specifically sandblasted concrete block, heavy timber elements, metal, natural 
stucco, steel and exposed wood elements in simple, creative and articulated 
arrangements and forms that provide “uniqueness to the project.” The sloping and 
extended shops roof elements comprised of large wooden beams, raw metal bond 
acrylic standing seam, flying steel supports and exposed wood tongue and groove 
under decking are emblematic of this, introducing “creative design elements.” 
These elements are also accompanied by flanking large format tile walls and 
composite planking accents. In addition, deep protruding overhang awnings and 
trellis are woven into building facades. All of these materials and elements work to 
complement each other in a clean and contemporary manner “non-standard” to 
your typical shop building creating a unique design statement adding interest and 
character to an “otherwise less interesting box like building mass.”  
 
Throughout the entire Phase I development design process, the tenets of the Sub-
Area Design Inspiration were very much in mind. Building massing, interesting 
rooflines, and expressing building structure creates a unique architectural design 
again, using “standard building materials such as concrete, wood and steel used in 
nonconventional ways makes the project one of a kind in its surroundings”. 
 
The Phase 1 site plan layout provides one (1) major entry off of Recker Road and 
one (1) major entry off on Longbow Parkway.   The site plan depicts approximately 
64,000 sq. ft. of retail space comprised of one large anchor tenant (Sprouts) and 
approximately 20,500 sq. ft. of shop space.  The site plan has been designed to 
comply with the City’s design objectives as well as the Longbow Design Guidelines, 
while fitting within the existing site conditions and constraints.  In particular, this 
plan features: 
 

• A continuous system of hard-surfaced, convenient pedestrian walkways that 
are 5-feet wide (6 ft. where there is a parking overhang), which connect each 
of the buildings to one another, to the automobile and bicycle parking areas, 
to the pedestrian amenities and to the adjacent public right-of-way. A 
minimum of 50 percent of the pedestrian walkways are shaded with 
structures or landscaping.  
 

• The outdoor space in front of Sprouts, as shown on the sketch on the next 
page, includes a 20 ft. deep canopy covering 1,277 sf. and a 467 sf. patio 
covered by a trellis. 
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Shops A, B and C also feature outdoor patio areas.  These patios and several other 
locations within the center along the walkways have benches, “distinguishable and 
durable paving materials” as described in the City’s commercial center design 
criteria, utilize textures friendly to wheelchairs and similar handicap assist devices 
and provide shaded areas for patron dining, conversation and restful gathering 
places.   
 

• A prominent corner open space and shaded seating and dining area at the 
hard corner of Recker and Longbow create a very inviting view into the 
center. 

 
 
  Pedestrian Gathering 

Space 
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• The Sprouts Building (Major 1) and Shops A, B and C all exhibit an integrated 
contemporary architectural theme that includes complementary materials, 
colors, and design details as noted above.  The elevations are a rich 
combination of textured masonry by Superlite (Trendstone & Mesastone), 
colored concrete, exterior porcelain tile, architectural metal faced canopy; and 
composite wood decking. 

 
• The shopping center entrances on both Longbow and Recker feature a 

landscaped entry corridor with an 8 ft. wide landscaped median. This 
pedestrian gathering place at the intersection of these access ways will 
feature an attractive, shaded seating area and exhibition space. It will also be 
a midpoint relaxation and resting area for the patrons of the center walking to 
restaurants and retail venues from off-site and from parking fields. The 
landscaped median is 70 ft. long in the Recker Road entrance and 100 ft. long 
in the Longbow entrance. Both of these driveways and pedestrian pathways 
intersect at the people place focal point illustrated in the representative 
photographs below.   

 

  
 

 

 
 

 
These photos are illustrative of 

the type of gathering space 
being planned for this center. 
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• The building entrance to Sprouts is prominent (20 ft. deep), shaded, and very 
inviting. The architectural details of the building, the materials, the scale and 
proportion of the building elements and the canopy overhang work together 
to create a warm, approachable space.   

 
The type and amount of architectural detailing on each building facade varies 
according to its context yet all visible sides of all buildings have been 
architecturally treated to blend together in a cohesive whole. 

 
• There are three pad sites incorporated into the Phase 1 site layout.  One of 

the pad sites features a drive-thru lane between the building and the property 
line.  While the City prefers that drive-thru lanes and windows be on the side 
of the building away from the street, that option wasn’t feasible in this 
instance due to the requirements for a convenient pedestrian pathway system 
for the larger center, patron parking and the refuse enclosure. Fortunately, 
there is in this instance a generous setback from Recker Road of 57 feet that 
can be landscaped to screen the drive-thru lane. Walls and a covered trellis 
can also provide architectural screening as noted below.    
 
All the other key design elements for parking and circulation design, 
pedestrian circulation routes, landscaping, and building design, have been 
achieved with this design, so this future pad building (in Phase 1B) can be 
smoothly incorporated into the center.   Internal cross access and pedestrian 
connections are provided between the pad buildings and the surrounding 
commercial center.   In this instance, the screen wall for the drive-thru is 57 
feet from the right-of-way, that will allow significant opportunities to screen 
the drive-thru and window with landscaping and also architectural features.  
Those screening solutions will be proposed when the building elevations are 
submitted for DR review and approval. Again, the scale of the pad buildings, 
materials, colors, and design details of the pad buildings will be 
complementary to the surrounding center.  
 
In our view, the plan design provides safe, convenient vehicular and 
pedestrian circulation, where conflicts between cars and pedestrians are 
minimized. The pathways and crossings include clear sight lines and adequate 
lighting.   

 
• Site lighting is a combination of attractively designed and located lighting 

fixtures, including low pole lights, ground-mounted fixtures, light bollards.  A 
series of cut-sheets for each type of fixture has been independently 
submitted. 
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• The proposed landscaping for the site coordinates plant and tree placements 
to preserve sight visibility of the tenant’s signage while also softening and 
bringing beauty to the edges between the buildings and hardscapes. 

 
 
The patios for Shops A and B are shaded with sail elements as shown in this 
vignette below.  All furniture that is to be placed on these patios will be durable.  
Plastic (‘non-durable”) furniture will not be allowed.  

 
 

 
 
 
Scope of Site Plan Approval 
This request is for Phase 1 which includes Major 1, Shops A, B, C the entry drives 
from Recker Road and Longbow Parkway and parking fields as shown on the site 
plan.  Phase 1 does not include Phase 1B and Phase 2 which have not been 
submitted for review.  Phase 1B is comprised of three PAD sites; P1, P2 and P3.  In 
working with Staff, it was determined that since all site plan aspects of PADS P1, P2 
and P3 will have been reviewed in the context of the overall site plan for Phase 1A, 
future development plans for these PADS will be processed as an administrative 
reviews if the future plans for those PADS substantially conform to the approved 
site plan.  
 
Site Plan and Building Data is summarized in the table on the next page. 
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Site Plan and Building Data – PHASE 1 

APN 141-41-009 
(portion thereof) 

General Plan Mixed Use Activity District 
Zoning Limited Commercial (LC) 
Phase Site Area  (9.1 acres) 
Gross Building Area +/- 64,000 Sq. Ft. (Gross) 
Lot Coverage (Based on 9.1 ac.) 16.2%  
Maximum Building Height Allowed 40’ to 90’ 
Maximum Building Height Proposed 28’ excluding architectural 

embellishments.    
Minimum Building & Parking Setbacks 

 Surface 
Parking 

Covered 
Parking 

Structured 
Parking 

Building Accessory 
Buildings 

Service & 
Loading 

Longbow 
Parkway 

20’ 40’ 40’ 30’ 20’ Not 
Permitted 

Golf 
Course 

30’ 25’* 25’ 10’* 10’* * 

McDowell 
Road 

30’ 30’ 30’ 30’ 30’ 30’ 

Higley 
Road 

30’ 30’ 30’ 30’ 30’ 30’ 

Recker 
Road 

30’ 30’ 30’ 30’ 30’ 30’ 

N. 56th 
St. 

30’ 30’ 30’ 30’ 30’ 30’ 

Loop 202 10’ 30’ 30’ 30’ 30’ 30’ 
* Requires special approval by LBPA 

 

Parking Required 408 Total Spaces 
Parking Provided 18 Accessible Spaces 

(8 Required) 
0 Compact Spaces 
392 Standard Spaces 
410 Total Spaces 

Bicycle Parking Required 41 
Bicycle Parking Provided 41 Bicycle Spaces 

 
 
  



Site Plan and Design Review Narrative  
Longbow Marketplace – Phase 1 
SWC Recker and the Red Mountain Freeway 
 

10 
 

LANDSCAPE ARCHITECTURE 
 
The landscape design will be based upon conforming to the plant list in the 
approved Longbow Design Guidelines dated 2005.  A native landscape appearance 
will be achieved through the careful placement of colorful shrubs, accents of taller 
planting and flowering ground covers.  The trees will provide fast growing shade for 
the parking areas, pathways and entrances to the buildings.  Natural massing of 
plants, complemented with colorful accent plants will provide an attractive, upscale 
look for the center all year and create a dynamic contextual place for patrons to 
gather.  The planting palette will utilize plants that will integrate with the existing 
landscaping on the perimeter of the site.  The selected Thornless Hybrid Mesquite, 
“Desert Museum” Hybrid Palo Verde, Palo Brea and Desert Willow “Hybrid” trees for the 
center will provide attractive shading canopies throughout much of the year.  The 
landscaping will consist of all low water use plant materials, and will promote a 
harmonized desert landscape design that blends with the desert setting.    
 
The irrigation system will be a low flow automatic drip system.  The emitters will 
deliver water directly to each plant and tree to minimize waste. The electric 
controller will allow for proper scheduling for different times of the year and as the 
plants mature the water can be controlled to eliminate over watering and promote 
healthy plants. The trees and shrubs will be valved separately to maximize watering 
efficiency. All plants are selected from the ADWR Low water plant list. 
 
In accordance with Section 11-33-7 of the Zoning Ordinance, the applicant has 
submitted a separate request to the City for administrative approval to allow an 
Alternative Landscape Plan (ALP) deviation for parking lot landscape islands in the 
northern portion of the center to allow up to 12 contiguous spaces between islands 
rather than a maximum of 8 contiguous spaces.  It should be noted that this 
maximum of 12 contiguous parking spaces occurs in only four parking rows.  The 
balance of the parking rows do not exceed 10 contiguous spaces.   
 
In exchange for this minor increase in spacing, the project proposes to add large 
diamond shaped landscape planters between parking lot islands, with a shade tree 
in each planter, and an increase in the size of the minimum island from 8-feet x 30-
feet to 9-feet x 36-feet. When consideration is given to the expanded diamond 
planters and increased size of the landscape parking islands proposal, this request 
actually results in more landscaped area in the parking fields than the Ordinance 
requires.   
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SIGNAGE 
 
The planned signage will conform to the existing Comprehensive Sign Plan for 
Longbow as to wall signs and center monumentation. 
 
 
UTILITIES/INFRASTRUCTURE 
 
The site’s basic infrastructure, street improvements including Longbow Parkway, 
water and sewer lines to serve the site, sidewalks and landscaping in the right-of-
way have all been constructed and are in place.   
 
 
CONCLUSION 
 
The proposed Longbow Marketplace retail center by Kitchell will feature an 
expanded Sprouts Farmers Market as its anchor tenant will be an exceptional retail 
center with enduring quality that exemplifies the best of the City of Mesa. It will 
provide convenient shopping and dining venues for local citizens as well as 
significant tax revenues to the City. We believe that this commercial center will 
contribute positively to the well planned growth of the City of Mesa and its enviable 
high quality of life.  
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TREES

LANDSCAPE LEGEND

ALL TREES TO MEET OR EXCEED A.N.A. SPECIFICATIONS

( U.O.N. - UNLESS OTHERWISE NOTED )
All tree caliper required at time of planting

Lantana montevidensis

Trailing Lantana 'Purple & Gold mound'

Dodonaea viscosa 

Green Hopseed Bush

Senna nemophila

Desert Senna

Hybrid Thornless Mesquite

Prosopis velutina "Hybrid"

AZT Palo Brea 

Parkinsonia AZT Hybird Palo Brea 

Blue Palo Verde

Parkinsonia floridum

Mexican Bird of Paradise

Caesalpinia mexicana

Ocotillo

Fouquieria splendens

Saguaro

Carnegiea gigantea

Compact Texas Sage

Leucophyllum frutescens 'Compacta'

to remain and be protected

Existing Tree

Dasylirion quadrangulatum

Toothless Desert Spoon 

Brake Light Red Yucca

Hesperaloe parviflora "Perba"

Acacia redolens `Desert Carpet`tm

Desert Carpet tm Acacia

Psilotrophe cooperi

Paper Flower

Submit samples to Landscape Architect

2" min thickness in all landscape areas

Decomposed Granite-1/2" Screened Arizona Gold

Submit samples to Landscape Architect

2" min thickness in all landscape areas

Rip-Rap 3" - 6" Express Carmal 

Dasylirion wheeleri

Desert Spoon 

Caesalpinia pulcherrima

Red Bird of Paradise

Larrea tridentata

Creosote Bush

Agave murpheyi

Murphy's Agave

Seedless Desert Willow  

Chilposis linearis 'Art' 

Ironwood 

Olneya tesota 

Golden Barrel Cactus

Echinocactus grusonii

Calliandra californica 

Baja Red Fairy Duster

Desert Museum Palo Verde

Parkinsonia hybrid " Desert Museum"

SHRUBS / ACCENTS / VINES

and Be Protected

Existing Frontage landscape To Remain

Callistemon viminalis " Little John"

Little John Bottlebrush

SIZE

24" Box

36" Box

36" Box

24" Box

36" Box

8' Spear

No holes, No scars

8' Tall - 10 Cane Minimum

66" Box Specimen

36" Box

5 Gallon

5 Gallon

5 Gallon

5 Gallon

5 Gallon

12" Diameter

5 Gallon

5 Gallon

5 Gallon

5 Gallon

5 Gallon

1 Gallon

5 Gallon

1 Gallon

5 Gallon

Matching

Multi-Trunk

Standard

Standard

Multi-Trunk

Multi-Trunk

Multi-Trunk

Multi-Trunk

to meet A.N.A Specifications

Match line see sheet PL-2

for enlargement of this area

Match line see sheet PL-3

for enlargement of this area

property line 

existing landscape top dress

2" depth of 1/2" minus Arizona Gold' 

screen wall

signage

signage

property line 

signage

signage

property line 

signage

property line 

6' x 6' diamond

w/ permeable pavers

feature element

people place (see 

ramp (typ)

screen wall

PHASE 1

PHASE 2

FUTURE 

PHASE 

rip rap in planters

retention

retention

Staked Bougainvillea 'espalier to screen' 

Bougainvillea 'Barbara Karst' 

futue area

to have city

approved method

of dust proofing

future area

to have city

approved method

of dust proofing

futue area

to have city

approved method

of dust proofing

FEATURE ELEMENT PEOPLE PLACE ENLARGEMENT 

SCALE: 1" - 10'-0" 

DECORATIVE PAVEMENT 

 

SEAT WALL 

 

SHADE TREE 

decorative fence

decorative fence

66" Box Specimen

SIZE

QTY

73

72

10

37

20

24

55

1

15

QTY

741

54

1,150

146

77

24

133

84

78

77

17

125

91

179

229

5 Gallon 49

tree to receive 

root barrier 

tree to receive 

root barrier 

underground

retention (typ)

LANDSCAPE AREA PHASE 1 

109, 487 S.F  - 25.1%

LANDSCAPE DATA:

SVT

SVT

SVT

underground

retention (typ)

decorative fence

decorative fence

enlargement to the

left)
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of dust proofing

screen wall 

concrete 

scupper

tree to receive 

root barrier 

tree to receive 

root barrier 

w/ permeable pavers

 around (typ)

SVT

66" Box Specimen

steel hdr.

granite rip rap

underground retention

underground retention

TREES

LANDSCAPE LEGEND

ALL TREES TO MEET OR EXCEED A.N.A. SPECIFICATIONS

( U.O.N. - UNLESS OTHERWISE NOTED )
All tree caliper required at time of planting

Lantana montevidensis

Trailing Lantana 'Purple & Gold mound'

Dodonaea viscosa 

Green Hopseed Bush

Senna nemophila

Desert Senna

Hybrid Thornless Mesquite

Prosopis velutina "Hybrid"

AZT Palo Brea 

Parkinsonia AZT Hybird Palo Brea 

Blue Palo Verde

Parkinsonia floridum

Mexican Bird of Paradise

Caesalpinia mexicana

Ocotillo

Fouquieria splendens

Saguaro

Carnegiea gigantea

Compact Texas Sage

Leucophyllum frutescens 'Compacta'

to remain and be protected

Existing Tree

Dasylirion quadrangulatum

Toothless Desert Spoon 

Brake Light Red Yucca

Hesperaloe parviflora "Perba"

Acacia redolens `Desert Carpet`tm

Desert Carpet tm Acacia

Psilotrophe cooperi

Paper Flower

Submit samples to Landscape Architect

2" min thickness in all landscape areas

Decomposed Granite-1/2" Screened Arizona Gold

Submit samples to Landscape Architect

2" min thickness in all landscape areas

Rip-Rap 3" - 6" Express Carmal 

Dasylirion wheeleri

Desert Spoon 

Caesalpinia pulcherrima

Red Bird of Paradise

Larrea tridentata

Creosote Bush

Agave murpheyi

Murphy's Agave

Seedless Desert Willow  

Chilposis linearis 'Art' 

Ironwood 

Olneya tesota 

Golden Barrel Cactus

Echinocactus grusonii

Calliandra californica 

Baja Red Fairy Duster

Desert Museum Palo Verde

Parkinsonia hybrid " Desert Museum"

SHRUBS / ACCENTS / VINES

and Be Protected

Existing Frontage landscape To Remain

Callistemon viminalis " Little John"

Little John Bottlebrush

SIZE

24" Box

36" Box

36" Box

24" Box

36" Box

8' Spear

No holes, No scars

8' Tall - 10 Cane Minimum

66" Box Specimen

36" Box

5 Gallon

5 Gallon

5 Gallon

5 Gallon

5 Gallon

12" Diameter

5 Gallon

5 Gallon

5 Gallon

5 Gallon

5 Gallon

1 Gallon

5 Gallon

1 Gallon

5 Gallon

Matching

Multi-Trunk

Standard

Standard

Multi-Trunk

Multi-Trunk

Multi-Trunk

Multi-Trunk

to meet A.N.A Specifications

Staked Bougainvillea 'espalier to screen' 

Bougainvillea 'Barbara Karst' 

SIZE

5 Gallon

light typ.



PH IB

3

2

ZONING : LI

PATIO

SHOPS A

 

S
H

O
P

S
 
B

 

PATIO

PH IB

P

H

A

S

E

 

2

R
E

C
K

E
R

 
R

O
A

D

LONGBOW PARKWAY

f  (602) 840-8021
p (602) 840-7771
Phoenix, Arizona 85012
Suite 230
67 E. Weldon Ave.

LANDSCAPE ARCHITECTS
LASKIN & ASSOCIATES, INC.

www.laskindesign.com

09-21-2016
Longbow Parkway & Recker Road

Mesa, Arizona

15069-ST18

08-19-16

09-21-2016

PL-3   of    Three

Match Line  See Sheet PL-2

P1

5,000 S.F.

PL-2

PL-3

N

KEY PLAN

N.T.S

PHASE 1

sidewalk

 

decorative metal screen wall

property line 

existing landscape top dress

2" depth of 1/2" minus Arizona Gold' 

signage

property line 

SVT

signage

signage

property line 

30' setback

8' PUE

30'-0"

setback

trash

enclosure 

PHASE 2

retention basin

PRELIMINARY LANDSCAPE  PLAN 

N

SCALE: 1" = 30'

0 15' 30' 60'

futue area

to have city

approved method

of dust proofing

steel 

header

chunky

rip rap

chunky

rip rap

steel 

header

monument

sign

decorative

metal

fence

decorative paving

tree to receive 

root barrier 

SVT

steel header and rip rap

steel header and rip rap

underground retention

TREES

LANDSCAPE LEGEND

ALL TREES TO MEET OR EXCEED A.N.A. SPECIFICATIONS

( U.O.N. - UNLESS OTHERWISE NOTED )
All tree caliper required at time of planting

Lantana montevidensis

Trailing Lantana 'Purple & Gold mound'

Dodonaea viscosa 

Green Hopseed Bush

Senna nemophila

Desert Senna

Hybrid Thornless Mesquite

Prosopis velutina "Hybrid"

AZT Palo Brea 

Parkinsonia AZT Hybird Palo Brea 

Blue Palo Verde

Parkinsonia floridum

Mexican Bird of Paradise

Caesalpinia mexicana

Ocotillo

Fouquieria splendens

Saguaro

Carnegiea gigantea

Compact Texas Sage

Leucophyllum frutescens 'Compacta'

to remain and be protected

Existing Tree

Dasylirion quadrangulatum

Toothless Desert Spoon 

Brake Light Red Yucca

Hesperaloe parviflora "Perba"

Acacia redolens `Desert Carpet`tm

Desert Carpet tm Acacia

Psilotrophe cooperi

Paper Flower

Submit samples to Landscape Architect

2" min thickness in all landscape areas

Decomposed Granite-1/2" Screened Arizona Gold

Submit samples to Landscape Architect

2" min thickness in all landscape areas

Rip-Rap 3" - 6" Express Carmal 

Dasylirion wheeleri

Desert Spoon 

Caesalpinia pulcherrima

Red Bird of Paradise

Larrea tridentata

Creosote Bush

Agave murpheyi

Murphy's Agave

Seedless Desert Willow  

Chilposis linearis 'Art' 

Ironwood 

Olneya tesota 

Golden Barrel Cactus

Echinocactus grusonii

Calliandra californica 

Baja Red Fairy Duster

Desert Museum Palo Verde

Parkinsonia hybrid " Desert Museum"

SHRUBS / ACCENTS / VINES

and Be Protected

Existing Frontage landscape To Remain

Callistemon viminalis " Little John"

Little John Bottlebrush

SIZE

24" Box

36" Box

36" Box

24" Box

36" Box

8' Spear

No holes, No scars

8' Tall - 10 Cane Minimum

66" Box Specimen

36" Box

5 Gallon

5 Gallon

5 Gallon

5 Gallon

5 Gallon

12" Diameter

5 Gallon

5 Gallon

5 Gallon

5 Gallon

5 Gallon

1 Gallon

5 Gallon

1 Gallon

5 Gallon

Matching

Multi-Trunk

Standard

Standard

Multi-Trunk

Multi-Trunk

Multi-Trunk

Multi-Trunk

to meet A.N.A Specifications

Staked Bougainvillea 'espalier to screen' 

Bougainvillea 'Barbara Karst' 

SIZE

5 Gallon

steel header / rip-rap

light typ.
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 Project: LONGBOW SITE

Original Submittal for Approval
 1 Copy of  Submittals is Attached

Qty Type Mfg Description

3 P1 NLS Lighting VUE-1-T5-32L-7-40K-*-*-*

5 S1A NLS Lighting VUE-1-T4-48L-1-40K-*-*-*

8 S1B NLS Lighting VUE-1-T2-48L-1-40K-*-*-*

3 S1C NLS Lighting VUE-1-T2-32L-7-40K-*-*-*

1 S1D NLS Lighting VUE-1-T5-64L-1-55K-*-*-*

13 S2C NLS Lighting VUE-1-T5-64L-1-55K-*-*-*(2)@180°

2 WM NLS Lighting VUE-1-T2-48L-1-40K-*-*-*

2 WM-1 NLS Lighting VUE-1-T4-48L-1-40K-*-*-*



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T5-32L-7-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

P1

VUE-1       T5         32L        7    40K      *           *            *

SPECIFY VOLTS, MOUNTING AND COLOR 



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT

 !"#$%&#$'(")*+%"+,(#-.)/ &*0)1-23#4!5)6,+5-7(8)9+.!)7+%4$-,2(#+%")+:)('#");,+5-7():2.#3<).2<)
%+()=!) !"#$%&#$'(")*+%"+,(#-.)/ &*0)3#"(!5>);3!2"!),!:!,)(+)('!) &*)1-23#4!5);,+5-7(")3#"()(+)
7+%4,.)3#"(!5)7+%4$-,2(#+%"8))http://www.designlights.org

Description : VUE-1-T5-32L-7-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

P1



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T4-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1A

VUE-1       T4         48L        1    40K     *            *            *

SPECIFY VOLTS, MOUNTING AND COLOR 



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT

 !"#$%&#$'(")*+%"+,(#-.)/ &*0)1-23#4!5)6,+5-7(8)9+.!)7+%4$-,2(#+%")+:)('#");,+5-7():2.#3<).2<)
%+()=!) !"#$%&#$'(")*+%"+,(#-.)/ &*0)3#"(!5>);3!2"!),!:!,)(+)('!) &*)1-23#4!5);,+5-7(")3#"()(+)
7+%4,.)3#"(!5)7+%4$-,2(#+%"8))http://www.designlights.org

Description : VUE-1-T4-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1A



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T2-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1B

VUE-1      T2          48L       1     40K     *            *           *

SPECIFY VOLTS, MOUNTING AND COLOR 



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT

 !"#$%&#$'(")*+%"+,(#-.)/ &*0)1-23#4!5)6,+5-7(8)9+.!)7+%4$-,2(#+%")+:)('#");,+5-7():2.#3<).2<)
%+()=!) !"#$%&#$'(")*+%"+,(#-.)/ &*0)3#"(!5>);3!2"!),!:!,)(+)('!) &*)1-23#4!5);,+5-7(")3#"()(+)
7+%4,.)3#"(!5)7+%4$-,2(#+%"8))http://www.designlights.org

Description : VUE-1-T2-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1B



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T2-32L-7-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1C

VUE-1       T2         32L        7    40K     *            *            *

SPECIFY VOLTS, MOUNTING AND COLOR 



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT

 !"#$%&#$'(")*+%"+,(#-.)/ &*0)1-23#4!5)6,+5-7(8)9+.!)7+%4$-,2(#+%")+:)('#");,+5-7():2.#3<).2<)
%+()=!) !"#$%&#$'(")*+%"+,(#-.)/ &*0)3#"(!5>);3!2"!),!:!,)(+)('!) &*)1-23#4!5);,+5-7(")3#"()(+)
7+%4,.)3#"(!5)7+%4$-,2(#+%"8))http://www.designlights.org

Description : VUE-1-T2-32L-7-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1C



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T5-64L-1-55K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1D

VUE-1       T5         64L        1    55K     *            *           *

SPECIFY VOLTS, MOUNTING AND COLOR 



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT

 !"#$%&#$'(")*+%"+,(#-.)/ &*0)1-23#4!5)6,+5-7(8)9+.!)7+%4$-,2(#+%")+:)('#");,+5-7():2.#3<).2<)
%+()=!) !"#$%&#$'(")*+%"+,(#-.)/ &*0)3#"(!5>);3!2"!),!:!,)(+)('!) &*)1-23#4!5);,+5-7(")3#"()(+)
7+%4,.)3#"(!5)7+%4$-,2(#+%"8))http://www.designlights.org

Description : VUE-1-T5-64L-1-55K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

S1D



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T5-64L-1-55K-*-*-*(2)@180°
Project Name: LONGBOW SITE
Notes:

TYPE:

S2C

VUE-1            T5             64L           1       55K       *                *               *                           (2)@180°

SPECIFY VOLTS, MOUNTING AND COLOR 

(2) @180°:  Two fixtures 

                         mounted 

                         @180° 



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT

 !"#$%&#$'(")*+%"+,(#-.)/ &*0)1-23#4!5)6,+5-7(8)9+.!)7+%4$-,2(#+%")+:)('#");,+5-7():2.#3<).2<)
%+()=!) !"#$%&#$'(")*+%"+,(#-.)/ &*0)3#"(!5>);3!2"!),!:!,)(+)('!) &*)1-23#4!5);,+5-7(")3#"()(+)
7+%4,.)3#"(!5)7+%4$-,2(#+%"8))http://www.designlights.org

Description : VUE-1-T5-64L-1-55K-*-*-*(2)@180°
Project Name: LONGBOW SITE
Notes:

TYPE:

S2C



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T2-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

WM

VUE-1       T2         48L        1     40K     *           *            *

SPECIFY VOLTS, MOUNTING AND COLOR 



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT

 !"#$%&#$'(")*+%"+,(#-.)/ &*0)1-23#4!5)6,+5-7(8)9+.!)7+%4$-,2(#+%")+:)('#");,+5-7():2.#3<).2<)
%+()=!) !"#$%&#$'(")*+%"+,(#-.)/ &*0)3#"(!5>);3!2"!),!:!,)(+)('!) &*)1-23#4!5);,+5-7(")3#"()(+)
7+%4,.)3#"(!5)7+%4$-,2(#+%"8))http://www.designlights.org

Description : VUE-1-T2-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

WM



Project Name:

530
(53)

700
(7)

1050
(1)

The V e Series is a collaboration of form, optics and thermal 
management.  These combined high-quality features reduce energy 
!"#$#%&'$()(*+&$,+&)+-#$&-."'/$&"0&1")+#&-/2&34$'5+#&1+5&15"6+!$&7,()+&

.++$(/8&9:;&.(/(.'.&0""$&!-/2)+&)+<+)#&-/2&+4$+/2&.-(/$+/-/!+&

cycles at a competitive price.

The V e&,-#&#1+!(3!&"1$(!-)&#=#$+.#&2+#(8/+2&0"5&>-5?(/8&@"$#%&

A"-27-=#%&B'$"&C+-)+5#,(1#%&D+//(#&E"'5$#%&-/2&;1"5$#&F(+)2&

@(8,$(/8G&D,+&H e's patent-pending optical system is called “Star 
>"7+5GI&&D,+&0)+4(J()($=&-/2&1"7+5&"0&$,+&K;$-5&>"7+5I&"1$(!#&+/-J)+#&

the V e  to gain a distinct advantage over its competitors for 
almost any distribution pattern. The system features 95% optical 
.-$+5(-)&7,(!,&8"+#&$,5"'8,&-&)(/+-5&2(00'#("/&15"!+##&$"&#$5+$!,&

the virtual image of the diode both magnifying it and creating a large 
5-/8+&"0&-/8')-5&0)'4&J"$,&,"5(*"/$-))=&-/2&<+5$(!-))=G&D,(#&-22+2&

5-/8+&(/!5+-#+#&$,+&7(2$,&"0&$,+&)(8,$&1-$$+5/&-$&-&85+-$+5&2(#$-/!+&

!".1-5+2&$"&"1$(!-)&#=#$+.#&7,(!,&5+)=&"/&5+05-!$("/&15(/!(1)+#&

'#(/8&1)-#$(!#G&;$-5&>"7+5&"1$(!#&-5+&-)#"&$,+&."#$&5+)(-J)+%&"$,+5&

1)-#$(!&"1$(!#&7())&"4(2(*+&"<+5&$(.+&-#&7+))&-#&$+/2&$"&)"#+&($#&#+-)&

7,()+&+41"#+2&)"/8L$+5.&$"&$,+&+)+.+/$#G

Type:

VUE-1
(235W Max)

(VUE-1)

VUE-2
(312W Max)

(VUE-2)

VUE-3
(599W Max)

(VUE-3)

Cat # Kelvin

3000K
(30K)
           
4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV) 

347-480
(HV)

Mounting

C(5+!$&>")+&;M'-5+&
(DPS)

C(5+!$&>")+&A"'/2
(DPR)

N/'!?)+&O"'/$
(KM)

D5'/("/&O"'/$
(TM)

D+//(#&B5.
(TA)

O-#$&B5.
(MA)

P-))&O"'/$
*Includes 6" Bolt On Arm

(WM)

C(5+!$&P-))&O"'/$
*Includes Wall Plate

*VUE-1 Only
(DWM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Q)-!?
(BLK)

Green
(GRN)

Graphite
(GPH)

E'#$".
(CS)

Shields

House Side 
Shield
(HSS)

F5"/$&;(2+&
Shield
(FSS)

Options

Q(52&;1(?+#
(BS)

O-5(/+&R5-2+&F(/(#,
(MGF)

>,"$"!+))
(PC) 

*Must specify voltage 

>,"$"!+))&S&A+!+1$-!)+
(PCR)

*Must specify voltage 

O"$("/&;+/#"5
(MS)

 ;'58+&>5"$+!$"5
(10K) 

P-$$&;$"11+5&7T&O"$("/&;+/#"5
(FSP-211)

Rotate Optic Right *Size 3 Only
(ROR) 

A"$-$+&U1$(!&@+0$&*Size 3 Only
(ROL)

Light Dist.

Type 2
(T2)

Type-3
(T3)

Type-4
(T4)

Type-5
(T5)

Tennis Optic
(TT)

No. of LEDs

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

96 (96L)

112 (112L)

128 (128L)

144 (144L)

160 (160L)

176 (176L)

192 (192L)

Milliamps

Product Features
The “V e Series” is the Best Value Outdoor Lighting Solution
• >5"2'!+#&'1&$"&VWX&)'.+/#&1+5&;=#$+.&P-$$&"0&!"/$5"))+2&

illumination.
• Y-#&-/&:/2&"0&@(0+&."2')-5&+03!(+/$&!,(1&'185-2+&#")'$("/%&
7,(!,&$-?+#&)+##&$,-/&-&.(/'$+&$"&1+50"5.G&

• Y-#&-&Q+-'$(0')%&;)++?&-/2&;$+-)$,&#,-1+G&
• E-/&J+&."'/$+2&2(5+!$)=&"/&$"&-&P-))%&>")+%&O-#$&B5.%&"5&
-26'#$-J)+&N/'!?)+&O"'/$G

• WZ&C+85++&.-4(.'.&$()$&-<-()-J)+
• @(8,$&C(#$5(J'$("/#&-5+&D=1+#&W%&[%&\%&]&-/2&D+//(#&U1$(!G
• 9#&$,+&>+50+!$&@"/8&@(0+&;")'$("/&0"5&-/=&O'/(!(1-)($=%&;!,"")%&"5&

Infrastructure.
• The V e&!"/0"5.#&$"&$,+&#$5(!$+#$&O-2+&(/&$,+&^;B&#$-/2-52#G
• C+#(8/+2%&D"")+2%&F-J5(!-$+2&-/2&B##+.J)+2&(/&E-)(0"5/(-G

LED WATTAGE CHART

16L 32L 48L 64L 80L 96L 112L 128L 144L 160L 176L 192L

530 milliamps 28w 56w 80w 109w 136w 161w 192w 216w 240w - - -

700 milliamps 36w 71w 104w 136w 168w 200w 221w 300w 349w 335w 365w 396w

1050 milliamps 56w 106w 156w 205w 263w 316w 330w 409w 458w 505w 551w 599w

AREA LIGHTING

V E SERIES

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM !"#"$%&! '( )* 
"+$",,"*% (-(%". /0'$0 1!&2'3"( 4!")% 
2),5" )*3 1"!6&!.)*$"7

Description : VUE-1-T4-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

WM-1

SPECIFY VOLTS, MOUNTING AND COLOR 

VUE-1      T4           48L      1     40K     *             *          *



19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

Housing:  !"#$%"#&

LED: '"()*%+,+-).$)/+01+'"#$!)2/

Optics: Optics Type  T2, T3, T4, T5 and Tennis (TT)

Watts: 28-599 Watts

L70: 96,000 to 161,000

UL:++3'+4567+'$/8)2

Driver:+9$##$%:+2.$;).+</+/8<%2<.2+01+ 2;<%=)+*.+3'>

Kelvin: 4000, or 5500 

Finish:+5+,$!!$#)8)./+?*@2).+A*<8+

Warranty:++-8<%2<.2+B<..<%81+$/+5+1)<./+C*.+9.$;).+<%2+'D9/

PRODUCT SPECIFICATIONS

A

EPA VUE-1 VUE-2 VUE-3

Single .72 1.16 1.42

Double 1.44 2.32 2.86

Triple 2.24 2.5 4.78

Quad 2.6 3.6 4.88

DIMENSION VUE-1 VUE-2 VUE-3

A 16.99 in 21.56 in 26.17 in

B 6.38 in 8.00 in 8.36 in

C 21.48 in 27.06 in 32.94 in

Weight 27 lbs. 34 lbs. 62 lbs.

C

B

 !"#$% &'(")*)(+,-

$"%!!

$"%!!

$"!!!!

 !"#$% &'(")*)(+,-

6"%!!

6"%!!

$"!!!!

VUE 1 + VUE 2  

SHAFT DRILL PATTERN 2X4

VUE 3

SHAFT DRILL PATTERN 2X6

PRODUCT DIMENSIONS

VUE 2 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-2-80L-700-4000K 18939 113 18762 112 19293 115 16992 101 18762 112 149,000 168

VUE-2-80L-700-5500K 20048 119 19690 117 20585 123 18974 113 20585 123 149,000 168

VUE-2-80L-1050-4000K 24653 94 24376 93 25207 96 22991 87 23822 91 153,000 263

VUE-2-80L-1050-5500K 26226 100 25668 98 26784 102 24552 93 26505 101 153,000 263

VUE-2-96L-700-4000K 23002 115 22568 113 23653 118 20832 104 22568 113 151,000 200

VUE-2-96L-700-5500K 24416 122 23980 120 25070 125 23108 116 24852 124 151,000 200

VUE-2-96L-1050-4000K 30438 96 30096 95 31122 98 28386 90 29412 93 157,000 316

VUE-2-96L-1050-5500K 32430 103 31740 100 33120 105 30360 96 32775 104 157,000 316

VUE-2-112L-700-4000K 26322 119 26076 118 26814 121 23616 107 26568 120 152,000 221

VUE-2-112L-700-5500K 27888 126 27390 124 28635 130 26394 119 28386 128 152,000 221

VUE-2-128L-700-4000K 30210 101 29640 99 31065 104 27360 91 30780 103 152,000 300

VUE-2-128L-700-5500K 32144 107 31570 105 33005 110 30422 101 32718 109 152,000 300

VUE-2-144L-700-4000K 34344 98 33696 97 35316 101 31104 89 34992 100 153,000 349

VUE-2-144L-700-5500K 36512 105 35860 103 37490 107 34556 99 37164 106 153,000 349

VUE 1 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

Optic
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-1-32L-700-4000K 8094 114 8023 113 8236 116 7825 110 8236 116 142,000 71

VUE-1-32L-700-5500K 8568 121 8496 120 8856 125 8461 119 8712 123 142,000 71

VUE-1-32L-1050-4000K 10545 99 10434 98 10878 103 10001 94 10656 101 148,000 106

VUE-1-32L-1050-5500K 11200 106 11088 105 11536 109 10756 101 11312 107 148,000 106

VUE-1-48L-700-4000K 12198 117 12091 116 12626 121 11213 108 12412 119 143,000 104

VUE-1-48L-700-5500K 12971 125 12862 124 13407 129 12156 117 13189 127 143,000 104

VUE-1-48L-1050-4000K 15675 100 15510 99 16170 104 14901 96 15840 102 153,000 156

VUE-1-48L-1050-5500K 16700 107 16533 106 17201 110 15792 101 16867 108 153,000 156

VUE-1-64L-700-4000K 15860 117 15680 115 16472 121 14200 104 16472 121 145,000 136

VUE-1-64L-700-5500K 16950 125 16200 119 17712 130 15840 116 17424 128 145,000 136

VUE-1-64L-1050-4000K 22135 108 21902 107 22834 111 20038 98 22368 109 156,000 205

VUE-1-64L-1050-5500K 23500 115 23265 113 24205 118 21385 104 23735 116 156,000 205

VUE 3 - LUMEN DATA CHART

PART NUMBER
T2 

OPTIC
Lm/W

T3 
OPTIC

Lm/W
T4 

OPTIC
Lm/W

T5 
OPTIC

Lm/W
TT 

OPTIC
Lm/W

Calculated
L70 Hours

SYSTEM 
WATTS

VUE-3-112L-1050-4000K 32508 99 31734 96 33282 101 30186 91 32895 100 161,000 330

VUE-3-112L-1050-5500K 34320 104 33930 103 35100 106 31980 97 34710 105 161,000 330

VUE-3-128L-1050-4000K 35998 88 35998 88 37754 92 34681 85 37315 91 150,000 409

VUE-3-128L-1050-5500K 38808 95 38367 94 39690 97 37044 91 39249 96 150,000 409

VUE-3-144L-1050-4000K 40754 89 40754 89 42742 93 38766 85 42245 92 138,000 458

VUE-3-144L-1050-5500K 43912 96 43413 95 44910 98 40918 89 44411 97 138,000 458

VUE-3-160L-700-4000K 35838 107 35476 106 37286 111 32580 97 36924 110 150,000 335

VUE-3-160L-700-5500K 38220 114 37856 113 39312 117 36036 108 38948 116 150,000 335

VUE-3-160L-1050-4000K 44690 88 44690 88 46870 93 42510 84 46325 92 123,000 505

VUE-3-160L-1050-5500K 48224 95 47676 94 49320 98 44936 89 48772 97 123,000 505

VUE-3-176L-700-4000K 38412 105 38024 104 39964 109 34920 96 39576 108 152,000 365

VUE-3-176L-700-5500K 40950 112 40560 111 42120 115 38610 106 41730 114 152,000 365

VUE-3-176L-1050-4000K 49118 89 49118 89 50915 92 47321 86 50316 91 105,000 551

VUE-3-176L-1050-5500K 52888 96 52287 95 54090 98 49282 89 53489 97 105,000 551

VUE-3-192L-700-4000K 41976 106 41552 105 43672 110 38160 96 43248 109 153,000 396

VUE-3-192L-700-5500K 44730 113 44304 112 46008 116 42174 107 45582 115 153,000 396

VUE-3-192L-1050-4000K 53792 90 53136 89 55760 93 51168 85 55104 92 96,000 599

VUE-3-192L-1050-5500K 57333 96 57333 96 59310 99 54038 90 58651 98 96,000 599

VŪE-1 WALL MOUNT
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Description : VUE-1-T4-48L-1-40K-*-*-*
Project Name: LONGBOW SITE
Notes:

TYPE:

WM-1





Post Top SmoothArm Mount

The beautiful and simple California Series 
LED Pedestrian Luminaires depict not only 
the California lifestyle, but the architecture of 
California as well.  This ornamental piece is 
a delightful sight to see and a great model to 
illuminate any urban, rural, retail, or park, or 
campus setting.

The different caps and shades depict different 
California styles and a touch of California's historic 
Spanish mission era. The California Series is the 
perfect selection to combine both design and 
efficiency in light performance.  Designed, tooled, 
manufactured and assembled in the USA.

Project Name: Type:

California Small
18" Diameter

(CAL-S)
*For 16L

(Shade 6 Only)

California 1
25" Diameter

(CAL-1)
*64L Max

California 2
30" Diameter

(CAL-2)
*For 80L

(Shade 6 Only)

Cat #

Top 1
(TP1)

Top 2
(TP2)

Top 3
(TP3)

Shade 1
(S1)

Shade 2
(S2)

Shade 3
(S3)

Shade 4
(S4)

Shade 5
(S5)

Shade 6
(S6)

Shade 7
(S7)

Top/Shade

350
(35)

530
(53)

700
(7)

Milliamps Kelvin

3000K
(30K)

4000K
(40K)

5500K
(55K)

Volts

120-277
(UNV)

347-480
(HV)

Mount

Post Top
(PT)

Arm 
Mount
(AM)

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Hunter 
Green
(HGN)

Black
(BLK)

Graphite
(GPH)

Grey
(GRY)

Custom 
(CS)

Shields

House Side 
Shield
(HSS)

Options

Bird Spikes
(BS)

Marine Grade Finish
(MGF)

Photocell
(PC)

*Universal Voltage 120-277

FSP-211 with Motion Sensor 
(Universal Voltage)

(FSP-8) *For 8' + Below
(FSP-20) *For 9' to 20'

(FSP-40) *For 21' to 40'

Surge Protector
(10K)

Acrylic Rings
(AR)

Rotated Optics
Rotate Optic Right

(ROR) 

Rotate Optic Left
(ROL)

Light Dist.

Type 2
(T2)

Type 3
(T3)

Type 4
(T4)

Type 5
(T5)

16 (16L)

32 (32L)

48 (48L)

64 (64L)

80 (80L)

# of LEDs

SITE + ARCHITECTURAL LIGHTING

CALIFORNIA

STAR POWERTM OPTICAL SYSTEM

The Star PowerTM reflector is an 
excellent system which provides great 
value and performance.

LED WATTAGE CHART
16L 32L 48L 64L 80L

350 milliamps 18w 33w 51w 66w 85w
530 milliamps 28w 54w 80w 102w 128w
700 milliamps 36w 71w 104w 136w 168w

SIZE 2SIZE S SIZE 1
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19500 S. Rancho Way Ste. 105, Rancho Dominguez CA 90220
Call Us Today 310-341-2037

nlslighting.com

TOP 1
Smooth Alum. Rings

TOP 2

SHADE 1

SHADE 2 SHADE 3

SHADE 4 SHADE  5

SHADE 6

Housing: Heavy Duty Marine Grade Cast and Spun Aluminum 
with 7 shade options and 3 cap options.
LED: Luxeon Series by Lumileds
Optics: Star Power Optical System; Type 2, 3, 4 + 5 full cutoff
Watts: 18-168
Electrical: UL 1598 Listed

Driver: By Philips Advance 
Kelvin: 3000, 4000, or 5500 
Finish: 5 Millimeters Powder Coat 
Hardware: Stainless Steel
Warranty: Standard Warranty is 5 years for Driver and LEDs

TOP 3

CALIFORNIA LUMEN DATA CHART

PART NUMBER T2 
LUMENS

T2 
LM/W

T3
LUMENS

T3 
LM/W

T4 
LUMENS

T4 
LM/W

T5
LUMENS

T5 
LM/W Watts

CAL-S-16L-35-30K 2250 125 2214 123 2268 126 2106 117 18

CAL-S-16L-35-40K 2430 135 2376 132 2448 136 2268 126 18

CAL-S-16L-35-55K 2628 146 2574 143 2664 148 2466 137 18

CAL-S-16L-53-30K 2835 105 2781 103 2862 106 2646 98 27

CAL-S-16L-53-40K 3051 113 2997 111 3078 114 2835 105 27

CAL-S-16L-53-55K 3294 122 3240 120 3348 124 3105 115 27

CAL-S-16L-7-30K 3465 99 3395 97 3500 100 3220 92 35

CAL-S-16L-7-40K 3710 106 3640 104 3745 107 3745 107 35

CAL-S-16L-7-55K 3990 114 3955 113 4095 117 4095 117 35

CAL-1-32L-35-30K 4059 123 3993 121 4092 124 3795 115 33

CAL-1-32L-35-40K 4389 133 4290 130 4422 134 4092 124 33

CAL-1-32L-35-55K 4752 144 4653 141 4818 146 4455 135 33

CAL-1-32L-53-30K 5562 103 5454 101 5616 104 5184 96 54

CAL-1-32L-53-40K 5994 111 5886 109 6048 112 5562 103 54

CAL-1-32L-53-55K 6480 120 6372 118 6588 122 6102 113 54

CAL-1-32L-7-30K 6887 97 6745 95 6958 98 6390 90 71

CAL-1-32L-7-40K 7384 104 7242 102 7455 105 7455 105 71

CAL-1-32L-7-55K 7952 112 7881 111 8165 115 8165 115 71

CAL-1-48L-35-30K 6120 120 6018 118 6171 121 5712 112 51

CAL-1-48L-35-40K 6630 130 6477 127 6681 131 6171 121 51

CAL-1-48L-35-55K 7191 141 7038 138 7293 143 6732 132 51

CAL-1-48L-53-30K 7600 100 7448 98 7676 101 7068 93 76

CAL-1-48L-53-40K 8208 108 8056 106 8284 109 7600 100 76

CAL-1-48L-53-55K 8892 117 8740 115 9044 119 8360 110 76

CAL-1-48L-7-30K 9776 94 9568 92 9880 95 9048 87 104

CAL-1-48L-7-40K 10504 101 10296 99 10608 102 10608 102 104

CAL-1-48L-7-55K 11336 109 11232 108 11648 112 11648 112 104

CAL-1-64L-35-30K 7722 117 7590 115 7788 118 7194 109 66

CAL-1-64L-35-40K 8382 127 8184 124 8448 128 7788 118 66

CAL-1-64L-35-55K 9108 138 8910 135 9240 140 8514 129 66

CAL-1-64L-53-30K 9894 97 9690 95 9996 98 9180 90 102

CAL-1-64L-53-40K 10710 105 10506 103 10812 106 9894 97 102

CAL-1-64L-53-55K 11628 114 11424 112 11832 116 10914 107 102

CAL-1-64L-7-30K 3276 91 3204 89 3312 92 11424 84 136

CAL-1-64L-7-40K 13328 98 13056 96 13464 99 13464 99 136

CAL-1-64L-7-55K 14416 106 14280 105 14824 109 14824 109 136

CAL-2-80L-35-30K 9775 115 9605 113 9860 116 9095 107 85

CAL-2-80L-35-40K 10625 125 10370 122 10710 126 9860 116 85

CAL-2-80L-35-55K 11560 136 11305 133 11730 138 10795 127 85

CAL-2-80L-53-30K 12160 95 11904 93 12288 96 11264 88 128

CAL-2-80L-53-40K 13184 103 12928 101 13312 104 12160 95 128

CAL-2-80L-53-55K 14336 112 14080 110 14592 114 13440 105 128

CAL-2-80L-7-30K 14952 89 14616 87 15120 90 13776 82 168

CAL-2-80L-7-40K 16128 96 15792 94 16296 97 16296 97 168

CAL-2-80L-7-55K 17472 104 17304 103 17976 107 17976 107 168

CAL-2-80L-7-40K 16128 96 15792 94 16296 97 16296 97 168

CAL-2-80L-7-55K 17472 104 17304 103 17976 107 17976 107 168

EPA CAL

Single 2.724

16

8

Cal-S at 18"
Cal-1 at 25"
Cal-2 at 30"

SHADE 7

PRODUCT DIMENSIONS

PRODUCT SPECIFICATIONS

DesignLights Consortium (DLC) qualified Product. Some configurations of this product family may not 
be DesignLights Consortium (DLC) listed, please refer to the DLC qualified products list to confirm listed 
configurations.  http://www.designlights.org
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Type:

Job Name:

      Model Cage Voltage Lamping Kelvin Finish Diffuser Options
           TRZP-21-LED U 120 - 277 12w  LED / 1240lm

          (103 lm per watt)

19w  LED / 2220lm
          (117 lm per watt)

27w  LED / 3300lm
          (122 lm per watt)

45w  LED / 5000lm
          (111 lm per watt)

2 3000K
3 3500K
4 4000K

B1 Satin Black                      Pole Options
       (see supplemental spec sheet
             on website and price list)

TRZP-21
Height 	- 16 ½”
Width 	 - 21”
Depth	 - 21”

Example: TRZP-LED-21-U-45-3-B1
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TRZP-LED
Construction:
•	 Heavy gauge aluminum reflector and die cast 

aluminum yolk
•	 Lens jar is frosted tempered glass      
Light Source:
•	 LED
Notes:
•	 Mounts to 3” round pole – fitter part of yolk assembly
•	 Fixture dimensions include fitter
•	 Underside of reflector “hat” is gloss white
•	 Integral Driver slips in 3” round pole - Requires 

minimum 10” depth in pole
•	 See supplemental spec sheet on website for pole 

options
•	 Dark Sky compliant
•	 UL and CUL listed WET location

28435 Industry Drive., Valencia, California 91355
West Coast Sales: 800-325-4448 /661-257-0286• fax 800-323-2346 /661-257-0201

East Coast Sales:  866-350-0991 • fax 866-490-5754
www.lightwayind.com • sales@lightwayind.com

ORDERING INFORMATION

•	 OSRAM Distributed Array
•	 CRI > 80
•	 Osram Power Supply
•	 5-Year Warranty on LED Components
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LIGHTINGINNOVATIONS

GALLERY SERIES



B
A
S
IC
 M
O
D
E
L
S

4

Choose from a variety of 

windows, lenses, rings and

shades to build your custom

Gallery series fixture.*

GALLERY  BT

Blank Top GALLERY  CW

Custom Window 

Designs
GALLERY  GR

Glow 

Rings
GALLERY  GW

Glow 

Window

Flared

Straight

LENSES

WINDOWS

SHADES

Flat Glass

Sag Glass

Frosted Flat Glass

Frosted Sag Glass 

Opal White Acrylic

GALLERY  BF

Base Fixture

RINGS

Blank Top

Custom

Glow

Horizontal

Glow

Solid

* See spec sheets for the entire range of available options.

DGullo
Rectangle

DGullo
Rectangle

DGullo
Rectangle

DGullo
Highlight

DGullo
Text Box
THIS FIXTURE

DGullo
Rectangle

DGullo
Rectangle

DGullo
Text Box
THIS SHADE



G
A
L
L
E
R
Y
 1
9
7
0

10

Model: Gallery 1970-S SG BTGR
Finish: OWG (Old World Gray)
Lens: SG (Sag Glass)
Shown with HS-V Hangstraight

DGullo
Text Box
THIS POLE CONFIG. 
w/ TRSL - STRAIGHT
SEE NEXT PAGE  
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GALLERY 1970

G. Finish

E. Optional Photocell

D. Optics

F. Optional Fusing

B. Mounting Styles

• FHD  Dual Fuse and Holder
208, 240, 480 Volt

• FHS  Single Fuse and Holder
120, 277 Volt

ORDERING INFORMATION

POST & ARM FIXTURES EXAMPLE

B A, A1, B (See Post Spec Sheet) E, FC D G

Arm Mounted Fixture Center Post Post Cap Light Source Optics Options Finish
No. of  Fixture/Lens/ Post Top Fixture
Arms Postarm Fixture Watts /Type/Volts

BALLASTS3

LAMPS2

C. Light Sources

A. Fixture

2 | 1970-S SG GR/ONPT | | 3212P4 | | 100MHP120 | | HS/MHP100/MED |UBKT

NOTES: 1 35HPS is 120 volt only.   2Medium base sockets standard with ballasts up to 150 watts.   3 Available with T6 lamp.   4Metal halide systems are pulse start.   
5 Consult factory for specification details.   See website for complete specifications and IES files.

• HPS50/MED
• HPS70/MED
• HPS100/MED
• HPS150/MED
• HPS250/MOG/ED18
• HPS400/MOG/ED18

• MHP50/MED
• MHP70/MED
• MHP100/MED
• MHP150/MED
• MHP175/MOG/ED83

• MHP200/MOG/T15

• MHP250/MOG/ED28
• MHP320/MOG/ED28
• MHP350/MOG/ED28
• MHP400/MOG/ED28
• MHP39/T6
• MHP70/T6

• MHP150/T6
• PSMH175/MED
• PSMH250/MOG
• PSMH400/MOG
• PLT26
• PLT32

• PLT42
• PLT/57/Gx24Q
• PLT/70/Gx24Q
• PLH/60/2GB
• PLH/85/2GB

• 50MHP4

• 70MHP3,4

• 100MHP4

• 150MHP3

• 175MHP3

• 200MHP
• 250MHP
• 320MHP
• 350MHP
• 400MHP

• 39MHPT
• 26PLT
• 32PLT
• 42PLT
• 57PLT

• 70PLT
• 60PLH
• 85PLH
• 120PLH
• INCAND

• QL555

• QL855

• QL1655

• 50HPS1

• 70HPS
• 100HPS
• 250HPS
• 400HPS

IP661

Sealed Optics Horizontal Type 2, 3 or 5

A

ARMS - POST MOUNTED (PM)  POST TOP (PT)  WALL BRACKETS (WB)

p 283/8"

p
ON*
PT/WB

OG*
PM/WB

OJ*
PM/WB

TRSL*
PM/WB

31"

p

p

p 28"

p

36"

p

p

p 253/4"

p

p 20"

15"
p

p

p

p

p

223/4"

Fixture Types
BF - Basic Fixture
BT - Blank Top
CW - Custom Window
GR - Glow Rings
GW - Glow Window 
HW - Horizontal Window
BTSR - Blank Top Solid Rings
GTSR - Glow Top Solid Rings
F - Flared Shade
S - Straight Shade

A1. Lenses
FG Flat Glass
SG Sag Glass
FFG Frosted Flat Glass
FSG Frosted Sag Glass
OPL5 Opal White Acrylic

*Shown with optional HS (Hangstraight). More arms available, see spec sheet.

HPS High Pressure Sodium
MHP Metal Halide Pulse Start
PLT Compact Fluorescent
PLH Compact Fluorescent

INCAND Incandescent
QL Induction

24" W
163/8" H

1970-S FG 
BF

1970-S SG 
BT

1970-S SG 
GR

1970-F FG 
BTSR

1970-S SG 
HW

1970-F FG 
CW

1970-S FG 
GW

1970-S OPL 
GTSR

24" W
221/4" H

24" W
20" H

24" W
221/4" H

24" W
221/4" H

24" W
251/4" H

24" W
221/4" H

24" W
20" H

• PEC  Photocell -Electronic 120-277 Volt

UBKT Urban Black Textured
UBT Urban Bronze Textured
ULBT Urban Light Bronze Textured
USLT Urban Silver Textured
UWHT Urban White Textured
UCHS Urban Champagne Satin Smooth

UBK Urban Black Matte
UB Urban Bronze Matte
ULB Urban Light Bronze Matte
USL Urban Silver Matte
UWH Urban White Matte
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PAINT COLORS

Stage I: All products to be coated shall receive a 96 second
Alkaline cleaner application followed by a 48 second
fresh water rinse at ambient temperature.

Stage II: Shall be a 60 second Phosphoric Acid 4% solution
treatment with a Fluoride accelerant followed by a
48 second reverse osmosis water rinse at ambient
temperature. The rinse will be followed by a high
pressure air spray to remove all moisture from the
product.

Stage III: Shall be a 48 second Non-Chrome Polymer sealer 
application.

Stage IV: Shall start with 16 minutes in a drying oven at 400
degrees. 

Stage V: Shall be an electro-static application of polyester
powder in a downdraft spray booth and applied by
articulated robotic arm sprayer and over sprayed by
an application technician. Polyester powder over
spray shall be recoverable and reusable.

Stage VI: Shall be 25 minutes oven curing at 450 degrees 
to harden the powder finish and create final appear-
ance and adhesion to the substrate. Curing shall be
followed by 9.5 minutes in a cooling tunnel to pre-
pare for un-racking.

Pre -Treatment and curing processes shall be followed by quality checks for adhesion using a cross-hatch test and for proper curing by means of a
solvent rub test. Coatings process shall meet or exceed AAMA-2604-05 standard.

Written Coatings Specification

Colors are
approximate
and may
have a slight
variation.

ULB
Light Bronze
Textured

UB
Bronze

UBT
Bronze 
Textured

UBKT
Black 

Textured

UBK
Black

ULBT
Light
Bronze

UCHS
Champagne

Satin
Smooth

USL
Silver

UWHT
White 

Textured

UWH
White

USLT
Silver 

Textured



Type:

Job Name:

      Model Cage Voltage Lamping Kelvin Finish Diffuser Options
       BVWW-13-LED U 120 - 277 18w  LED / 2000lm

         (111 lm per watt)

36w  LED / 4000lm
         (111 lm per watt)

2 3000K
3 3500K
4 4000K

B1 Satin Black
Z1 Satin Bronze
Z3 Text Bronze

Optional
(See Price List)

W1 Yolk
W2 Gloss White
W3 Text White
B2 Text Black
T4 Shimmer Gray
M13 Anod Silver
T6 Pewter
W13 Pearl Beige

CEG Clear Tempered Glass DIM LED dimming driver (0 - 10v) 
          Dimming to 10% (Included)

DIM1 LED dimming driver (0 - 10v) 
             Dimming to 1% (See Price List)

         

             Battery Backup Options
          
BB05  5   Watts (585lm) for 90-Minutes

BVWW-13
Height 	- 13 ½”
Width 	 - 12”
Depth	 - 13 ¾”

Example: BVWW-13-LED-U-36W-3-B2-CEG
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BVWW-LED
Construction:
•	 Aluminum housing and chassis
•	 Clear tempered glass lens
Light Source:
•	 LED
•	 Dimming (0 - 10v) to 10% Included
Notes:
•	 Integral mounting plate; keyhole slots left and right
•	 All aluminum construction (painted finish only) 
•	 Optional battery backup  
•	 Dark Sky compliant
•	 UL and CUL listed WET location
•	 LED Components

28435 Industry Drive., Valencia, California 91355
West Coast Sales: 800-325-4448 /661-257-0286• fax 800-323-2346 /661-257-0201

East Coast Sales:  866-350-0991 • fax 866-490-5754
www.lightwayind.com • sales@lightwayind.com

ORDERING INFORMATION

•	 OSRAM Distributed Array
•	 CRI > 80
•	 18w - 2,000 Lumens
•	 36w - 4,000 Lumens
•	 Dimming (10% or 1%)
•	 Osram 25w LED Driver
•	 5-Year Warranty on LED Components
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Type:

Job Name:

      Model Cage Voltage Lamping Kelvin Finish Diffuser Options
         TBLW-13-LED  

  

U 120 - 277 11w  LED / 1200lm
 

18w  LED / 2100lm

2 3000K
3 3500K
4 4000K

B1 Satin Black
W2 Gloss White
Z1 Satin Bronze
Z3 Text Bronze

Optional
(See Price List)

W1 Yolk
W3 Text White
B2 Text Black
T4 Shimmer Gray
M13 Anod Silver
T6 Pewter
W13 Pearl Beige
P2 Brushed Alum
P9 Brushed Nickel
M16 Antique Brass

CEG Clear Tempered Glass  DIM LED dimming driver (0 - 10v) 
          Dimming to 10% (Included)

DIM1 LED dimming driver (0 - 10v) 
             Dimming to 1% (See Price List)

21 Photocell - See Notes 
42 All Aluminum Construction

       Battery Back Options
BB05  5 Watts for 90-Minutes
BB07  7 Watts for 90-Minutes
BB10  10 Watts for 90-Minutes

TBLW-13-LED
Height	 - 13 ¾”
Width 	 -  7 ¾”
Depth 	 -  7 ¼”

Example: TBLW-13-LED-U-11W-3-Z3-CEG
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TBLW-LED
Construction:
•	 Steel housing and chassis
•	 Bottom lens is clear tempered glass
Light Source:
•	 LED
•	 Dimming (0 - 10v) to 10% Included
Notes:
•	 Integral mounting plate
•	 Optional all aluminum construction painted finish only
•	 Optional photocell - specify voltage 120v or 277v 
•	 Optional battery backup; increases fixture depth by ¾”
•	 UL and CUL listed WET location
•	 LED Components

28435 Industry Drive., Valencia, California 91355
West Coast Sales: 800-325-4448 /661-257-0286• fax 800-323-2346 /661-257-0201

East Coast Sales:  866-350-0991 • fax 866-490-5754
www.lightwayind.com • sales@lightwayind.com

ORDERING INFORMATION

•	 OSRAM Distributed Array
•	 CRI > 80
•	 11w - 1200 Lumens
•	 18w - 2100 Lumens
•	 Osram LED Driver
•	 5-Year Warranty on LED Components
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